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CHAPTER  IV 
 

WORKING OF TRAINS GENERALLY 
 

A .   Timing and Running of Trains 

 

4.01. Standard time - The working of trains between Stations shall be regulated by the 

standard time prescribed by the Government of India, which shall be transmitted 

daily to all the principal stations of the railway at 16.00 hours in the manner 

prescribed. 
 

SR. 4.01. The Station Masters are responsible for ensuring that the correct standard time 

is maintained in the station clocks. Station Master on duty will check time with the 

Section Controller while reporting on duty and keep a record of time variation.  
 

 The Section Controller shall transmit the correct time at 16-00 hrs. daily to all the 

stations under his control by using common ring. The Station Master on duty will 

adjust the station clock and record any variation in the Time Variation Register. If 

the office clock shows right time, this should be recorded in the Time Variation 

Register.  
 

4.02. Adherence to advertised time. - No passenger train or mixed train shall be 

despatched from a station before the advertised time. 
 

4.03. Setting watch. - Before a train starts from a terminal or crew-changing station, the 

Guard shall set his watch by the station clock or the clock at the authorised place 

of reporting for duty and communicate the time to the Loco Pilot who shall set his 

watch accordingly. 
 

4.04. Time of attendance for train crew.- Every Guard, Loco Pilot, Assistant Loco Pilot or 

Fireman shall be in attendance for duty at such place and at such time as may be 

prescribed by special instructions. 
 

4.05. Proper running line. - The Loco Pilot shall take his train along the proper running 

line. 
 

4.06. Direction of running.- 
 

(1) On a double line, every train shall run on the left hand line unless otherwise  

prescribed by special instructions. 

(2)  If there are two or more parallel lines, the direction in which trains are to run on 

each line shall be prescribed by special instructions. 
 

4.07. Supply of Working Time Table and Schedule of Standard Dimensions.- 
 

(1) A copy of the Working Time Table for the time being in force shall be supplied 

to each station, Guard, Loco Pilot, Inspector of Way or Works, and any other 

railway servant requiring the use of the Working Time Table during the course of his 

duties. 
 

(2) A copy of the Working Time Table shall, on issue, be supplied to the 

Commissioner of Railway Safety. 
 

(3) A copy of the Schedule of Standard Dimensions for the time being in force shall 

be supplied to each Inspector of Way or Works and Train Examiner. 
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B. Speed of Trains 

 

4.08. Limits of speed Generally.- 

(1)(a) Every train shall be run on each section of  the railway within the limits of 

speed sanctioned for that section by approved special instructions. 

 

[b] The sectional speed sanctioned and permanent speed restrictions shall be 

shown in the Working Time Table. 

 

   [c] The Loco Pilot shall observe the sanctioned sectional speed except when 

either one speedometer in case of electric loco or two speedometers in case 

of other locomotives are defective. In such cases of defective speedometers 

both the maximum permissible speed and booked speed of coaching trains 

shall be reduced by ten percent from the speed otherwise permissible.  

 

(2) The Loco Pilot shall -  

 

(a) regulate and control the running of the train according to the Working 

Time Table, so as to avoid either excessive speed or loss of time, and 

(b) not make up between any two stations more time than is allowed in this 

behalf in the Working Time Table, and shall also observe all speed restrictions. 

 

(3) When it is necessary to indicate to the Loco Pilot where trains are to run at a 

restricted speed or where trains have to come to a stop due to the line being 

under repairs or due to any other obstruction, action shall be taken as specified in 

Rule 15.09. 

 

SR. 4.08 (a) No locomotive shall be turned out from the shed with deficient or defective 

speedometer. In case, the speedometer becomes defective enroute, the Loco 

Pilot shall work the train at speed 20% less than the permissible speed by 

estimating the speed with the help of his watch, Km. Posts and inter-stations 

running time given in the Working Time Table. 

 

(b) (i) The AC-BG-EOG Double Decker train will run only on Rajdhani Lines . 
 

  (ii) In case the train is required to run on any line other than Rajdhani Lines, speed 

restriction of 15 KMPH will be applicable while passing through any platform 

line. Maximum permissible speed will however, remain 110 KMPH subject to 

observance of maximum permissible sectional speed whichever is less.                                                                                             

 
iii) The movement of the train shall be kept under close watch to detect any  

abnormality, especially infringement with the platform coping/other fixed structures 

etc. during the run. 

 

      iv) Frequent announcement should be made at originating and en route stoppages 

to warn passengers  against footboard travelling in Double Decker Coaches 
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4.09 Caution Order.- 

 

(1) Whenever, in consequence of the line being under repair or for any other 

reason, special precautions are necessary, a Caution Order detailing the 

Kilometres between which such precautions are necessary, the reasons for taking 

such precautions, and the speed at which a train shall travel , shall be handed to 

the Loco Pilot at the stopping station immediately short of the place where such 

precautions are necessary, or at such other stations and in such manner, as 

prescribed under special instructions. 

 

(2)   Sub-rule (1) does not apply in the case of long continued repairs when fixed 

signals are provided at an adequate distance short of such place and have been 

notified to the running staff concerned. 
 

  (3)     The Caution Order referred to in sub-rule (1) shall be on white paper in blue 

or black font or typed or made out on computer with the words “CAUTION ORDER” 

written on top of the form in bold letters of appropriate font size to draw attention 

distinctly and signed in full. 
[ 

SR 4.09. Note.-  Rules with regard to the issue and delivery of Caution Order [T/409] will 

be found in Appendix ‘A’. 
 

 Reminder Caution Order need not be issued to Suburban train on Suburban 

section, if such speed restrictions are included in the Caution Order issued from 

Notice station. This should be meticulously observed and all on duty Station 

Masters including Rest givers should make themselves fully aware of the 

procedure of issuing Caution Order from Notice station.  

 

 This relaxation will not be applicable in cases of Mail/Express/Fast Passenger and 

Goods trains.  
 

4.10. Limits of Speed over facing points.- 
 

(1) The speed of trains over non-interlocked facing points shall not exceed 15 

kilometres an hour in any circumstances, and the speed over turn-out and cross-

overs shall not exceed 15 kilometres an hour unless otherwise prescribed by 

approved special instructions, which may permit a higher speed. 
 

(2) Subject to the Provisions of sub-rule (1), a train may run over interlocked facing 

points at such speed as may be permitted by the standard of interlocking. 

 

SR   (i). The speed of trains while entering dock platform is limited to 10 Kms. per hour.  
 

(ii) The speed of E.M.U. while entering a dead end platform is restricted to 15 KMPH 

at terminal stations. 
 

4.11. Limits of speed while running through  stations.- 

 

(1)No train shall run through an interlocked station at a speed exceeding 50 

kilometres an hour, or such less speed as may be prescribed by approved special 

instructions unless the line on which the train is to run has been isolated from all 

other lines by the setting of points or other approved means, and interlocking is 

such as to maintain this condition during the passage of the train. 

      



 84 

[2] In every case in which trains are permitted to run through on a non-isolated 

line, all shunting shall be stopped and no vehicle unattached to an engine or not 

properly secured in accordance with rule 5.23 may be kept standing on a 

connected line which is not isolated from the through line. 

 

SR. 4.11.  Note. – The prescribed limit of speed over facing points at interlocked Stations 

are laid down in the running notes of the Working Time Table for each Division. 

 

4.12. Engine Pushing- 

 

(1) No engine or self-propelled vehicle shall push any train outside station limits 

except in accordance with special instructions and at a speed not exceeding 25 

Kilometres an hour. 

 

Provided that this sub-rule shall not apply to a train the leading vehicle of which is 

equipped with driving apparatus and which may be operated under approved 

special instructions. 

 

Provided further that this sub-rule shall not apply to an engine assisting in rear of a 

train, which may be permitted under approved special instructions to run without 

being coupled to the train . 

 

Provided also that no train which is not equipped with continuous vacuum/air 

brake shall be pushed outside station limits except in case of emergency . 

 

Provided further that a “Patrol” or “Search light” special with one or more vehicles 

in front of the engine may be permitted to run at a maximum speed of 40 

Kilometres an hour . 

   

(2) For movement of trains outside station limits with engine pushing during night or 

in thick, foggy or tempestuous weather impairing visibility or where other- wise 

prescribed by special instructions, the leading vehicle of such train shall be 

equipped with the prescribed head light and marker lights except in case of 

emergency. 

 

(3)  When trains are worked as described in sub-rule (1) and (2), the engine 

pushing the load when it is the rearmost, or the rear most vehicle if any, shall carry 

a tail board or a tail lamp. 

  

4.13.    Limits of speed with engine tender foremost :- 

 

(1) (a) A passenger train or a mixed train shall not be  drawn outside station limits 

by a steam engine running tender foremost, except - 

 

  (i)  under a written order issued by the authorised officer; or 

 

  (ii)  in a case of unavoidable necessity, to be established by the    Loco 

Pilot. 

 

 (b) When any such train is so drawn, the speed shall not exceed 25 kilometres 

an hour, or such higher speed, not exceeding 40 kilometres an hour, as may 

be authorised by approved special instructions. 
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[2] In cases of unavoidable necessity, goods trains may run with steam engine 

tender foremost at a speed not exceeding 25 kilometres an hour or such higher 

speed, which shall, in no circumstances, exceed 40 kilometres an hour, as may be 

laid down by special instructions. 

 

[3] When trains have to be worked with steam engine tender foremost as a regular 

measure under sub clause (i) of clause (a) of sub-rule (1) and sub-rule (2), the 

head light and marker lights as prescribed in Rule 4.14 shall be provided on the 

tender. 

 

C.  Equipment of Trains and Train Crew 

 

4.14. Head light ,marker lights and Speedometer. -  

 

(1) A train shall not be worked at night or in thick, foggy or tempestuous weather 

impairing visibility or in long tunnels, unless the engine carries an electric head 

light of an approved design and, in addition, two oil or electric white marker lights. 

 

(2) An engine employed exclusively on shunting at stations and yards shall at 

night or during thick foggy or tempestuous weather impairing visibility, display 

such head lights as are prescribed by the Railway Administration, and exhibit two 

red marker lights in front and in rear. 

 

(3) The electric head light on the engine shall be fitted with a switch to dim the 

light and shall be dimmed- 

 

(a) When the train remains stationary at a station; 

 

(b) When the train is approaching another train which is running in opposite 

direction on double or multiple track of same or different gauges; and 

 

(c) on such other occasions as may be prescribed by special instructions. 

 

[4] In case the electric head light fails or a train has to be worked with the engine 

running tender foremost in an emergency, the engine shall display the two oil or 

electric white marker lights referred to in    sub-rule (1) pointing in the direction of 

movement and the train shall run at a speed prescribed by special instructions. 

 

[5] In case of defective electric head light of locomotive running in a section 

provided with reflective type of engineering fixed signal, during night or thick 

foggy weather impairing visibility on BG and MG, the Loco Pilot shall work the train 

cautiously at a speed not exceeding the severest temporary speed restriction 

imposed in the block section or 40 Kmph. whichever is less.  

 

[6] Coaching locos should not be turned out from home shed if the 

speedometers/recorders are in defective condition. In case of 

speedometer/recorder becoming defective during the run, the train should run at 

a speed prescribed by special instructions.  

 

SR.4.14 [a] If the electric headlight becomes defective enroute during the hours of 

darkness and/or thick and foggy weather, the Loco Pilot/Motorman shall ensure 

that the 2 [two] Buffer Beam Marker lights/Head Code lights are burning and work 

the train cautiously at a speed not exceeding 50 Kmph. on BG and 15 Kmph. on         
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NG and sound the engine’s whistle/EMU’s hooter frequently. The Loco 

Pilot/Motorman shall also inform the Station Master of the next block station in 

advance of the incident so that the later may inform the Controller, if any, for 

necessary repairs of the Headlight at the first point where facilities exist for such 

repairs.  

 

  [b] The prescribed time for lighting and extinguishing locomotive headlights and 

buffer/marker lights are the same as indicated in SR 4.15 

 

4.15. Tail and side lights.- 

 

(1)  At night or in thick, foggy or tempestuous weather impairing visibility, no train 

shall be worked out side station limits unless it has- 

 

(a) in the case of an engine with vehicles attached, save in a case to which   

sub-rule (2) applies at least one red tail light, and two side lights showing red 

towards the rear and white towards the engine: 

"Provided that provision of side lights on goods train and Electric Multiple Unit 

trains may be dispensed with;" 

 

(b) in the case of a single engine without vehicles attached at least one red 

tail light; and 

 

(c) in the case of two or more engines coupled together without vehicles 

attached, at least  one red tail light affixed to the rear engine. 

 

(2) A colliery pilot, i.e., a train used for collecting or distributing vehicles in colliery 

sidings, when working in a block section or in the colliery sidings taking off from a 

block section, need carry a red tail light only as it enters or leaves the block 

station, at either end of such block section, provided that special instructions are 

issued to ensure that no other train is permitted to proceed in to the block section 

until the Guard of the colliery pilot has certified that he has left no vehicle 

obstructing the block section in which he has been working. 

 

[3] When trains may run in the same direction on parallel lines, the side lights 

mentioned in clause (a) of sub rule (1) may be arranged in accordance with 

special instructions. 

 

[4] When a train has been shunted for a following train to pass, the tail and side 

lights mentioned in clause (a) of sub -rule (1) shall be dealt with in accordance 

with special instructions. 

 

[5] Within station limits or in a siding, an engine employed in shunting shall have 

tail lights in accordance with special instructions. 
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SR.4.15 [a]The prescribed time for lighting and extinguishing brake van side and tail 

lamps, is –  

  Lighting time           Extinguishing time 

              -------------------------------------------------------------------------------------------------- 

Division       Feb  May  Aug     Nov.                Feb.    May      Aug.  Nov. 

             to   to   to   to                  to        to       to    to 

            April  July  Oct.  Jan                 April    July      Oct.  Jan. 

 

Sealdah 

Howrah     17 20 18 00 17 00 16 50                  06 20   05 10    05 45    06 20 

Malda 

 

Asansol      17 25     18 05   17 05 16 55                06 25    05 15    05 50    06 30 

  

 If, however, the weather is not clear due to storm, fogs & c., the lighting and 

extinguishing of the lamps is to be arranged, earlier and later, respectively, to suit 

the conditions prevailing. 

 

 [b] When the number of tracks on any section permit, under normal working 

conditions, of two trains running in the same direction at the same time, the brake 

van side-lamp adjacent to the other line or lines shall show a white light to the 

front and rear while passing over such section. 

 

 [c] When a train is shunted or detained to give precedence to another train 

running in the same direction or a branch line train standing at a station on the 

branch line, the Guard shall, as soon as the train is clear of the running / main line 

reverse the two side lamps of the train [ or in the case of fixed side-lamps reverse 

the slides ] to show red towards his train engine and  white towards the rear. He 

shall again reverse the side-lamps or slides as the case may be, to show white 

towards the train engine and red towards the rear, before the train commences 

to move on to the running/main line.   
 

 [d] Engine working trains or performing shunting within station limits or in a siding, 

should carry buffer or side-lights.  

 

4.16. Tail board or tail lamp.- 
 

(1) In order to indicate to the staff that a train is complete, the last vehicle shall, 

except as provided for in sub-rule (2), be distinguished by affixing to the rear of it- 

   

 (a) by day, a tail board of approved design or a red  painted tail lamp of   

approved design which may be unlit, or 

 

 (b) by night, as well as in thick, foggy or tempestuous weather impairing 

visibility during day, a red tail lamp of approved design displaying  a flashing 

red light to indicate last vehicle check device,  

      or 

    (c) Such other device as may be authorised by special instructions. 

 

(2) A colliery pilot, i.e., a train used for collecting or distributing vehicles in colliery 

sidings, when working in a block section or in the colliery sidings taking off from a 

block section, need carry a red tail light only as it enters or leaves the block 
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station, at either end of such block section, provided that special instructions are 

issued to ensure that no other train is permitted to proceed in to the block section 

until the Guard of the colliery pilot has certified that he has left no vehicle 

obstructing the block section in which he has been working. 

 

 (3) In emergencies only, and under special instructions in each case a red flag 

may be used in lieu of a tail board or an unlit tail lamp . 

 

SR. 4.16.[a] If the tail lamp gets lost or broken a red flag during day and a hand signal 

lamp showing red during night constantly towards rear will be treated as 

prescribed substitute for the tail lamp to show that the train is complete. 

 

  [b] Rules for electrified section. – With suburban Electrical Multiple Unit stock 

during day light, the rearmost vehicle shall show a red cross ( X ) at the right hand 

bottom corner. Particular care must be taken to ensure that a similar indication is 

not given in any other part of the train. At night a red light will be shown in 

addition to this red cross, at the tail end. 

 

  [c] Built in red light of SLR or Inspection Carriage should be switched off when 

another vehicle is attached in rear of such SLR or Inspection Carriage. Train Guard 

will ensure that tail lamp/tail board is affixed only in the rear of the last vehicle.  

 

4.17. Responsibility of Station Master regarding tail board or tail lamp of passing trains.- 

 

(1) The Station Master shall see that the last vehicle of every train passing through 

his station is provided with a tail board or tail lamp or such other device in 

accordance with the provisions of Rule 4.16. 

 

(2) If a train passes the station without such indication to show that it is complete, 

the Station Master shall- 

 

(a) immediately advise the station in advance to stop the train to see that the 

defect is remedied and to advise whether or not the train is complete, 

 

   (b) meanwhile withhold the closing of the block section to ensure that no train is 

allowed to enter the block section from the station in rear, and 

 

(c) unless the station in advance has advised that the train is complete, neither 

consider the block section in rear as clear nor close it. 

 

 (3) Where in a section, a block proving axle counter or continuous track circuiting 

between block stations and complete track circuiting of station section excluding 

non-running lines of the receiving station is installed and is functioning and there is 

a clear indication of clearance of block section as well as complete arrival of the 

train as per indication given, if a train passes a station without conforming to the 

provisions of sub-clause (1) above, the Station Master shall still advice the station 

in advance to stop the train to see that the defect is remedied and he need not 

withhold closing of block section in rear as prescribed in clause (b) and (c) of sub-

rule 2 in such cases.  

 

SR. 4.17. If a train passes a station without a tail lamp/tail board, the Station Master shall 

take immediate steps to stop the train, if possible, failing which he must 

immediately intimate the fact to the station to which the train is proceeding. 
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When Block Instruments are in use, the intimation shall be communicated by the 

authorised code 000000-00 [ six pause two ]  which shall be immediately 

confirmed by exchange of Private Numbers between the two Block stations 

concerned. In absence of the Block Instruments, the station concerned must be 

advised on telephone using the Identification Number supported by a Private 

Number. The ‘Train out of section’ report shall not be given to the station in rear 

until advice has been received from the station ahead that the train has arrived 

complete. 

 

 On section on which train control is in operation, the Station Master of a station 

through which the train without a tail lamp/tail board or their approved substitutes 

such as red flag or a hand signal lamp showing red, passes, shall also inform 

control of the occurrence who will record it and arrange to stop the train at the 

next station. 

 

 On the double line the Station Master sending the “train passed in complete 

without Tail Lamp/Board” signal must put fixed signals at ‘ON’ to stop any train 

from the opposite direction, advise the Guard and the Loco Pilot of the 

circumstances and issue a Caution Order to proceed cautiously and stop short of 

any obstruction. 

   

4.18 Means of communication. - 

 

(1) No passenger train or mixed train shall be despatched from any station, unless 

every passenger carriage is provided with means by which communication can 

be made with the Guard or the Loco Pilot. 

(2) Sub-rule (1) shall not apply to- 

   

(a) Passenger or mixed trains in case of complete or partial failure  of 

vacuum;  and  

 

(b) such particular trains as may be exempted under approved special 

instructions. 
 

(3) If a Railway Administration is satisfied that mischievous use of the means of 

communication referred to in sub-rule (l) is prevalent, it may, notwithstanding any 

thing contained in that sub-rule, direct the disconnection, for the time being, of the 

means of communication provided in all or any of the passenger carriages in any 

such train. 

 

(4) A goods vehicle in which passengers are carried is not a "passenger carriage" 

within the meaning of this rule. 
 

4.19. Guard's and Loco Pilot's equipment.- 
 

(1) Each Guard and Loco Pilot shall have with him while on duty with his train, the 

following equipment- 

 

     (a) a copy of these rules or such portions thereof  as have been supplied to 

him under Rule 2.01. 
 

(b) a copy of the Working Time Table and all correction slips and 

appendices, if any, in force on that section of the railway over which the 

train is to run. 
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(c)    a hand signal lamp. 

 

(d)    a whistle (for Guards only). 

 

(e)    a red flag and a green flag. 

 

[f]   a stock of detonators sufficient to comply with the relevant rules    as  may  

be prescribed by special instructions. 

 

(g) a first aid box (for guards of passenger carrying trains only),  and 

 

   (h)    such other articles as may be prescribed by the Railway Administration in 

this behalf . 

 

(2) If any guard or Loco Pilot is not in possession of any article mentioned or 

referred to in sub-rule (1), he shall report .the fact to his superior who shall make 

good the deficiency. 

 

(3) Each Guard and Loco Pilot shall have with him while on duty with his train, two 

pairs of such spectacles as he is required to wear under medical advice. 

 

NOTE : Each Guard and Loco Pilot should also be in possession of a watch in   addition 

to the equipment prescribed in sub-rule (1). 

 

SR.4.19.[a] The personal equipment of Guard’s should contain the following as 

standardised item.  

 

 [i] One Tri-colour Battery operated Hand signal lamp / LED based Hand signal 

lamp. 

 [ii] Hand Signal flags. 

 

   [a] Sticks – 2 

   [b] flags  -  3 (Red – 2, Green – 1) 

       

  [iii] Tail Board - 1 

 

 [iv] Flashing Tail lamp – 1 

 

 [v] Pad lock – Seven/as specified by Divisional Authority. 

 

 [vi] First Aid Box [only for Guards of passenger carrying trains]  

 

 [vii] Detonators [in a case containing ten/twelve] 

 

 [viii] Rubber washer – three. 

  

 [ix] Rule Books [ G&SR Book, Block Working Manual & Accident Manual – all with 

up-to-date correction slips] 

 

[x] Two pairs of spectacles [if he is required to wear these under medical advice] 
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[xi] One vacuum / Air Pressure indicator-gauge with adapter ‘B’ [only for Guards 

of Goods train]   

 

[xii] Working Time Table of such Divisions he is to work 

 

[xiii] Rough journal book and other forms including Form T/609. 

 

[xiv] Water canvas.  

 

[xv] Whistle. 

 

[xvi] Wrist watch. 

 

[xvii] Walkie-Talkie for communication with Loco Pilot/Station Master [except EMU 

train] 

 

[xviii] Guards certificate books [Form No. ER-Com. 246 – for Passenger train Guards 

only] 

 

[b]  In addition to what has been prescribed in SR 4.19[a] the following 

equipments shall also be carried by Guards while on duty with their trains.  

 

    [i]  PCP set (both for electrified & non-electrified section) or walkie talkie sets or 

Handset for Mobile Train Radio Communication (MTRC) or combination of 

more than above depending on the section over which the train will run (for 

passenger carrying train only) 

 

[ii] Two fire extinguishers in good working order [only for Guards of passenger 

carrying trains].  

 

[iii] Emergency lighting equipment – One set [except Rajdhani Express where it will 

be kept in Generator Car]. 

 

[iv] Stretcher. 

 

[v] Wooden Wedge / Sprag. 

 

[c] Personal Equipment of Guards working Suburban trains should contain the 

following as standardised item – 

 

[i] General and Subsidiary Rules Book and Block Working Manual. 

 

[ii] Working Time Table. 

 

[iii] Detonators - In a case containing ten/twelve. 

 

[iv] Hand signal flags –  

          [a] Sticks – 2 

     [b] Flag   -  3 ( Red – 2, Green – 1 ) 

      

[v] A tri-colour battery operated Hand signal lamp / LED based Hand signal lamp. 
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[vi] Wrist Watch. 

 

[vii] First-aid box. 

 

[viii] Whistle.  

 

[d] [i] In addition to what has been prescribed in SR 4.19[a] Guards working 

Divisional Material trains shall also carry with them one pair of clamps of 

approved design.  

And 

  

    [ii] Guards working on coal pilots – One torch. 

 

[e] The Loco Pilots while on duty with their trains shall carry with them the following 

equipments in addition to what has been prescribed in GR 4.19 –  

 

[i] One copy of Loco Pilot’s Rule book/G & SR book with up-to-date Correction 

Slips.  

 

[ii] Engine Tools as prescribed.  

 

[iii] One Red flag extra.  

 

[iv] One Tri-colour Battery operated Hand signal lamp / LED based Hand signal 

lamp.  

 

Note.– Guards/Loco Pilots who are expected to wear glasses must record in 

Appearance Book that they are carrying one spare pair of spectacles as referred 

to in GR 4.19[3]. 

 

4.20 Manning of engine in motion. -  

 

 (1) Except when otherwise provided by special instructions, no engine shall be 

allowed to be in motion on any running line unless the Loco Pilot as also the 

Assistant Loco Pilot or the Fireman are upon it. 

 

 (2) Subject to the provision of sub-rule (3) in no circumstances shall a person other 

than the Loco Pilot or a railway servant duly qualified in all respects, drive an 

engine on any running line.  

 

 (3) If a Loco Pilot becomes incapacitated while the engine is in motion, the 

Assistant Loco Pilot or Fireman, if duly qualified, may work the train to the next 

station cautiously and where the Assistant Loco Pilot or the Fireman is not duly 

qualified he shall bring the train to a stop and send a message to the Station 

Master of the nearest station to make arrangements for a Loco Pilot to take over 

the train and for so doing he may take the assistance of the Guard.   

 

 

SR. 4.20: GR 4.20 (1 to 3) will be operative in the case of single or multiple unit trains also.  
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4.21. Driving an electric train.- 

 

(1)  In the case of electric trains, the Loco Pilot shall be in the leading driving 

compartment when the train is in motion or when the train is standing on any 

running line except as otherwise prescribed in these rules. 

 

(2) (a), In the case of a single or multiple unit train if the driving apparatus in the 

leading Driving compartment becomes defective, the train shall be driven 

cautiously from the nearest driving compartment which is serviceable; in this 

event, the Guard shall travel in the leading driving compartment and shall convey 

the necessary signals to the Loco Pilot; the Guard shall also sound the horn or 

whistle as necessary and apply the brake in case of emergency and shall be 

responsible for stopping the train correctly at signals, stations and obstructions. 

 

(b)  In the case of an electric engine, if the leading driving compartment becomes 

defective, the train shall be driven from the trailing driving compartment by the 

Assistant Loco Pilot if he is duly qualified to drive; and the Loco Pilot shall remain in 

the leading driving compartment, and shall be responsible for the correct 

operation of the train. 

 

SR.4.21. [1] [a] Only certified Loco Pilots and Assistant Loco Pilots for electric rolling stock 

shall be allowed to drive electric rolling-stock on any part of the running lines. They 

shall not allow any one to enter the driving compartment other than those who 

are authorised to do so under these rules or who hold a permit signed by the 

Divisional Electrical Engineer [Rolling Stock ]. No person shall be allowed to handle 

any apparatus in the engine or in the driving compartment unless he is in 

possession of a Loco Pilot’s certificate of competency.  

 

[b]  If a Loco Pilot has not driven an electric engine or multiple unit for six months, he 

shall be re-examined after a refresher course and his certificate of competency 

endorsed before he is allowed to drive again. 

 

[c]  When a Loco Pilot has not worked on any section for six months and over, he must 

not be booked on that section unless he has learnt the road and a competency 

certificate has been issued in his favour. A record of all competency certificates 

issued to Loco Pilot shall be maintained in the office of the Divisional Electrical 

Engineer [Rolling Stock].  

 

[d]  However, staff under training for driving electric loco/EMU, when specially 

authorised by the Divisional Electrical Engineer [Rolling Stock ] may drive such 

engines under the supervision of a certified instructor. While a trainee is driving 

under these conditions, the supervising instructor shall keep a continuous watch 

over the trainee and keep himself in readiness to take any action that may be 

required to control the train in an emergency.  

 

[2]  No person shall be allowed to move any electric rolling stock within the limits of 

the loco shed and stabling sidings unless he has been certified competent to do 

so by the Assistant Electrical Engineer [Rolling Stock]. 

 

[3]  Assistant Loco Pilots may be allowed to drive the loco on certain sections as 

specified by the Divisional Electrical Engineer under direct supervision of the Loco 
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Pilot. In cases of emergency the Assistant Loco Pilot is authorised to drive the train 

at a restricted speed not exceeding 40 Kilometres per hour up to the nearest point 

where he can be relieved. 

 

[4]  Reversing and brake handles – [a] The Loco Pilot shall, when leaving any driving 

compartment, take the reversing handle away with him and also the 

independent air-brake handle on electric engines where they are removable.   

 

[b]  To keep the dead man’s emergency gear ready to function during the whole 

time that a train is in motion, the Loco Pilot of single and multiple unit trains shall 

keep the reversing handle in the “forward” or in the “reverse” position when the 

train is in motion and shall not move the reversing handle into the “off” position 

until after the train has come to a stand. 

 

[5]  The Loco Pilot must never relinquish possession of his reversing handle except as 

provided for in these rules.  

 

[6]  When loco/EMU cannot be driven from its leading cab, the Loco Pilot shall follow 

the special instructions prescribed by the Divisional Electrical Engineer [Rolling 

Stock]. 

 

[7]  If control from the leading cab is not possible, the Loco Pilot shall send the 

Assistant Loco Pilot to drive the engine from the trailing cab. The Loco Pilot shall be 

responsible for the correct operation of the train. All operations will be done by 

exchange of signals between Loco Pilot and Assistant Loco Pilot. The speed of the 

train shall not exceed 40 Kilometres per hour.  

 

 At the first opportunity the Loco Pilot shall inform the Traction Loco Controller to 

arrange for a relief engine. 

 

[8]  Duties  of Loco Pilot when single or multiple unit train is disabled – In the event of a 

single or multiple unit train becoming disabled, and an assisting train, either 

electric or diesel, being obtained, the Loco Pilot of the disabled train shall hand 

over his reversing handle to the Loco Pilot of the assisting train. If the assisting train 

is in the rear and the complete train cannot be driven from its leading driving 

compartment the Loco Pilot of the disabled train shall carry out the instructions 

prescribed for the Guard in GR 4.21 

 

[9]  Defective automatic brake apparatus – [a] If the automatic brakes cannot be 

operated from any driving compartment of a single or multiple unit electric train, 

but the driving apparatus in the leading compartment is in working order, the 

Guard shall accompany the Motorman in the leading compartment and he shall 

operate the hand brake as required and the speed of the train shall not exceed 8 

Kilometres per hour. 

  

 [b] If the automatic brake apparatus in the leading compartment only is 

defective, then Motorman shall drive from the leading compartment. The Guard 

shall be responsible for the operation of the automatic brake from the nearest 

compartment to the front in which the brake apparatus is in working order, in 

accordance with the Motorman’s signal and the speed of the train shall not 

exceed 8 Kilometres per hour.   
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 [c] If the driving apparatus in the leading compartment, in addition to the 

automatic brake, is defective, the Guard shall travel in the leading compartment 

and operate the hand-brake, as required. The Motorman shall drive from the 

nearest driving compartment in which the driving and automatic brake 

apparatus is serviceable. The Guard shall be responsible for giving such signals, as 

are required by means of the Bell or Horn and the Motorman shall control the train 

in accordance with these signals and the speed of the train shall not exceed 8 

Kilometres per hour. 

 

 [d] The Traffic Control shall take steps to have the train withdrawn from service at 

the nearest station where siding accommodation is available. 

 

[10]  Protection of single and multiple unit train stopped between stations –   [a] If the   

stoppage is caused by a defect which the Loco Pilot is competent to rectify, the 

Loco Pilot shall attend to the defect provided that, if it is necessary for him to 

leave the Loco Pilot’s compartment, he shall before leaving, put on the 

automatic brakes fully and also apply the hand brake in his driving compartment. 

He shall advise the Guard. If the stop is on a grade steeper than 1 in 100, the 

Guard shall also put on the hand brake in the Guard’s compartment and on at 

least two other vehicles, if available. 

 

 [b] If the detention exceeds or is likely to exceed 10 minutes, the train shall be 

protected in accordance with the GR 6.03.  

 

 [c] In case where there is no competent person available in addition to the Loco 

Pilot and the Guard and the Loco Pilot has to go himself to protect the train in 

front, he shall, before going, carry out the precautionary measures prescribed in 

sub-rule[a]. 

 

[11]  Checking of roof equipment when OHE power supply fails – When OHE power 

supply fails the following action will be taken by the Loco Pilot/Motorman of the 

electric train – 

 

 [a] He shall try to proceed on momentum upto the next emergency telephone 

socket or a station. While coasting, the Loco Pilot may try to close the circuit brake 

[DJ] to ascertain whether power has been restored or not. If the power has not 

been restored, he should try to close “DJ” second time after one minute and a 

third time after 3 minutes. If the power has not been restored by that time, he 

should not further try to close “DJ”. 

 

 [b] After stopping at the emergency telephone socket or station he should lower 

the pantograph and check up the roof for presence of foreign material or any 

other abnormality.  

 

 [c] If there is any foreign material present on the roof he should immediately 

inform TLC/TPC and in liaison with the TPC/TLC have the foreign particle either 

removed or the load moved upto the destination or a place nominated with an 

assisting power arranged by the TLC. In case of an EMU if it is possible he shall 

proceed with the unit not affected either to the destination or a place so advised 

by the TPC/TLC for attention to the roof of the affected unit.  
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 [d] If there is no visible abnormality on the roof and trippings of power supply 

continue, the Loco Pilot should keep the pantograph of his loco lowered, inform 

TLC/TPC and should not raise the same till he is permitted to do so by TPC/TLC.  

 

[12]  Protection of train when overhead power supply fails – When overhead power 

supply fails on electrified sections the electric Loco Pilots should ascertain from 

Traction Power Controller through emergency telephone, the time when the 

supply is expected to be restored. On gradients, if it is found to be more than 10 

minutes, the Loco Pilot shall apply Hand brakes on the loco and pin-down brakes 

on 10 wagons immediately behind the loco. 

 

 If the Loco Pilot is far away from emergency telephone socket and is likely to take 

more than 10 minutes in ascertaining the time of restoration of overhead power 

supply, he must first protect the train against rolling as indicated above and then 

contact the Traction Power Controller. 

 

[13]  Control of trains at approaches to neutral sections – [a] The Loco Pilots of electric 

locomotives/EMUs should control their train in such a manner at approaches to 

Neutral Sections that when they switch off power while traversing Neutral Section, 

the brakes of the train are fully released, so that the train can cross the Neutral 

Section under its own momentum after switching off the “DJ” without risk of 

stalling in the Neutral Section. 

 

 [b] If the train is stopped before the Neutral Section on banner flag or for any 

other reason, the Loco Pilot should stop his train sufficiently in rear and create full 

vacuum, if necessary by switching on both the exhausters, before he restarts the 

train so that the train can pick up adequate speed before the “DJ” is switched off 

and cross the Neutral Section with brakes in fully released condition to avoid risk of 

stalling. 

[14]   Operation of Up Goods trains on the falling  gradient in Sitarampur-Jhajha section 

– 

         There is a heavy falling gradient for up trains between Vidyasagar and 

Madankata BH and between Ghorparan and Jhajha in Sitarampur-Jhajha section             

If the brake power required for Hill section is not available or if the Loco Pilot 

doubts the efficiency or adequacy of brake power, he must stop at 

Vidyasagar/Ghorparan and pin down or screw sufficient number of hand brakes 

to ensure control over the train down the gradient. 

            Hand Brakes will be pinned down or screwed on piped vehicles only. Should 

there not be a sufficient number of train piped vehicles on the train to permit of 

the requisite number of brakes being  pinned down, Guards shall under no 

circumstances one their own authority pin down any active fitted vacuum  

wagon , as by doing so they will be depriving the Loco Pilot of a certain amount 

of brake power. The Loco Pilot will assist the Guard in pinning down the brakes 

and indicate non –active vehicles whose brakes may be pinned . 

  Note:- Check boards have been provided at km 338/3-4 after passing Lahabon and 

km 270/10 after passing Vidyasagar in Sitarampur-Jhajha section for the Loco 

Pilots of up Goods to conduct test checks of the brake power in their trains. 

 

[15]  Working of Electric Rolling Stock over Flooded Tracks – [a] When water level is just 

above the top of the rail the following speed restrictions shall apply :-  

    [i] EMU Stock   ::  5 Kmph. 

   [ii] Electric locomotives :: 10 Kmph. 
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 [b] Every precaution shall be taken to prevent working of Electric Multiple Unit 

stock and electric locomotives  into sections of flooded track where water level is 

more than 5 cm. above rail level.  

 

 [c] If Electric Multiple Unit stock or electric locomotive  is taken inadvertently or 

unavoidably over sections  of flooded track where water  level is more than 5 cm. 

above rail level, the rolling stock shall not be worked further on their own power, 

until they are examined by maintenance staff and certified fit.  

 

[16]  Hauling of Dead Electric Locomotives :– 

 

 Basic requirements to be satisfied when hauling a dead locomotive. – The 

following conditions shall be compiled with for haulage of a dead locomotive i.e. 

a locomotive not worked on its own power on any train –  

 

 (A)(a)(1) Condition for attachment of dead locomotives - 

 

          [i] Certificate for ‘Fit To Run’ is issued by Section Engineer/Loco Inspector /Power 

Controller for Passenger / Goods train. 

 

 [ii] The dead locomotive is escorted by a competent person not lower than 

Assistant Loco Pilot.  

(iii)  Maximum permissible speed of the dead locomotive shall not be less than 

maximum permissible speed of the train. 

 

 [iv] Arrangements have been made to ensure that brakes can be applied on 

dead locomotives in synchronization with working locomotives.  

 

 [v] Running of double / triple headed is permissible on the section over which the 

dead locomotive is to be hauled.  

 

 [vi] When a dead electric locomotive has to be moved on a non-electrified 

section, special check shall be made regarding its infringement to the schedule of 

maximum moving dimensions. In the case of any infringement, the dead 

locomotive shall be treated as an ODC.  

 

 [vii] As a final check, the coupled locos should be run for about 500 meters and 

the Loco Pilot shall check for any abnormal rise in the temperature of the wheels 

of the dead locomotive and shall also check it at subsequent stop during the 

journey. 

 

 In addition to the above, the following precautions should be taken for hauling 

the dead locomotives; 

 

 [2] Attaching/hauling of dead locomotives by Passenger Trains : 

 

 [i] Only one dead locomotive (diesel/electric) can be attached. 

 

 [ii] Brake power of the train should be 100% excluding dead locomotive. 

 

 [iii] The dead locomotive can be attached next to train engine only. 
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 [iv] As far as possible, brake should work on dead locomotive.  However, if it is not 

possible, then in the case of air-braked train, brake pipe and feed pipe of working 

locomotive shall be connected to brake pipe and feed pipe of trailing stock and 

dead locomotive will work as piped vehicle. 

 

 In the case of vacuum braked train, vacuum pipe of locomotive shall be 

connected with vacuum train pipe of trailing stock and the dead locomotive shall 

be treated as a piped vehicle.  If the locomotives fitted with pure air braked 

system and vacuum pipe is not provided on locomotive then it should be 

attached with air braked trains only. 

 

(v)  No dead locomotives should be attached to any super fast train under any 

circumstances. 

 

 [3] Attaching/Hauling of dead locomotives by goods trains : 

 

 Movement of maximum three locomotives (2 working + 1 dead) with load is 

permissible subject to observations of all restrictions on operation of double/triple 

headed working locomotives in the section provided that brakes in dead 

locomotives are operational. 

 

 [b] [i] All circuit breakers and battery knife switches shall be off, the reversing 

handle removed and such other steps taken to ensure that the dead locomotive 

cannot be started inadvertently. 

 

  [ii] Traction motor reversers are physically placed and locked in the neutral 

position. For long distance movement of dead electric locomotives, the traction 

motor brushes shall be lifted and properly secured.  

 

  [iii] The locomotive brakes shall be fully released. The brake pipe and main 

reservoir pressure shall be fully discharged and the vacuum fully destroyed. The 

MUZB valve, if fitted, shall be placed in the dead position.  

 

  [iv] The train Loco Pilot shall be informed that he should work the train 

carefully, as the dead locomotives will have no brake power at any time.  

 

  [v] The dead locomotive  shall be accompanied by competent person not 

lower than the Assistant Loco Pilot when attached to a passenger train and also 

when attached to the rear of a Goods train. The Guard of the train to which the 

dead locomotive has been attached shall personally ensure that the dead 

locomotive is accompanied by such a competent person. When attached to the 

rear of a Goods train, it will be the duty and the responsibility of this person to 

apply the hand brakes judiciously in case of run away occurring on a graded 

section. 

 

 [B] Clearance of Block Section and working to destination. – [i] When a 

locomotive working a train fails on the road the dead locomotive shall be 

attached  coupled to the relieving locomotive and the train worked to the next 

block station, where  the dead locomotive shall normally be detached. 
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  [ii] In case the dead locomotive is not detached but the train is worked 

double headed with the dead locomotive upto the destination, not more than 

one dead locomotive shall be attached to a train. 

 

  [iii] In all the above cases the total number of locomotives including the dead 

one, shall not exceed two, provided double heading of the locomotive is 

permitted on the section.  

 

  [iv] If double heading is not permitted in section where no banker in general 

used, the train shall be pushed by the relieving locomotive to clear the block 

section and on the next block station marshalling order of the locomotives may 

be interchanged and it is ensured that they are not coupled together and there is 

a minimum distance of 91 m. between them.  

 

  [v] In the sections where double heading is not permitted and a banking 

engine is in use, the concerned Divisional Engineer shall be referred to in regard to 

the location of the relieving locomotive who will after  examining, the presence of 

bridges in the section and the span, give instructions regarding the marshalling 

order. 

 

 [C]  Haulage of a dead locomotive by Goods Train.- [i] As far as possible, the 

haulage of a dead locomotive shall be confined to Goods train only.  

 

  [ii] The dead locomotive may be attached next to the train locomotive on 

sections where double headed is permitted. The total number of locomotives 

including the dead locomotive shall not exceed three.  

 

  [iii] If the dead locomotive is not placed next to the train  locomotive, it may 

be marshalled any where on the Goods train provided that the minimum distance 

between the dead loco and the train loco/banking loco [if any] shall be more 

than the larger span of the bridge in the section where the dead loco is to be 

hauled.  

 

  [iv] The vacuum pipe shall be connected and the dead locomotive treated 

as piped vehicle and, therefore at least ten fully vacuum braked 4-wheeler units 

shall be attached behind the dead locomotive. 

 

  [v] In the case of a dead locomotive attached behind the brake van it will be 

the duty and responsibility of the competent person travelling on the dead 

locomotive to apply the hand brakes judiciously in case of a run away occurring 

on a gradient section due to breakage of the coupling of the dead locomotive. 

 

 [D] Haulage of a dead locomotive by Passenger Train. – Electric [passenger or 

mixed] locomotive [not defective] may be attached to a passenger train [other 

than Mail and Express] hauled by an electric/diesel locomotive, provided the 

following conditions are satisfied –  

 

  [i] There is room on the train for such attachment of a dead locomotive. 

 

  [ii] Running of double headed electrical/diesel locomotive is permitted on the 

section.  
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  [iii] The dead locomotive shall be attached next to the train locomotive only 

and not behind the brake van/TLR of the passenger train.  

 

  [iv] The vacuum pipe shall be connected and the dead locomotive shall be 

treated as a piped vehicle.  

 

  [v] A certificate shall be issued by the concerned Foreman/Loco Pilot of the 

dead loco that the dead locomotive is fit to run by passenger train in all respects 

from the safety point of view of the maximum permissible speed of the train.  

 

  [vi] The basic requirements as enumerated in paragraph [A] are fully satisfied.  

 

  [vii] The total number of locomotive including the dead loco shall not exceed 

two.  

 

 [E] Haulage of dead Electric Locomotive on Non-Electrified Section. – When a 

dead electric locomotive is moved on a non-electrified section, special check 

shall be made regarding its infringement to the schedule of maximum moving 

dimensions. If there be any infringement to the schedule, the dead electric 

locomotive shall be considered as on ODC ( Over Dimensional Consignment ) and 

its movement shall be permitted in accordance with the extant rules governing 

such movements.  

 

[17]  Train when coupled to be considered as one train. – When trains are coupled 

together, they shall be deemed to be one train. Only one Master Controller shall 

be in use at one time.  

 

4.22. Riding on engine or tender.- 

 

(1) No person other than the engine crew shall be  authorised to ride on the 

engine or tender of a steam locomotive, except in accordance with special 

instructions. 

 

(2) Except as may be permitted by special instructions, no person other than the 

engine crew shall be authorised to enter any driving compartment of a single or 

multiple unit train or a train propelled by electric, diesel or petrol engine. 

 

(3) No unauthorised person shall manipulate any apparatus contained therein. 

 

SR.4.22. [a] No person should travel on foot plate or Loco Pilot’s cab of a 

DMU/EMU/MEMU unless he is on duty and has authority to travel on the footplate. 

A person is considered authorised to travel in the footplate if he is the crew 

booked for the engine or if he is Metal Pass holder or equivalent duty pass holder 

or he has got the requisite cab pass issued by competent authority [ Sr. DME(P) / 

Sr. DEE(TRS) ] of the Division concerned or authorised officers of Headquarters.  

 

 [b] In exceptional circumstances, Crew/Guard, maintenance or security staff may 

require to travel in the Guard brake-van, or Guard’s cab of DMU/EMU/MEMU 

Maximum 3 persons may be permitted in the brake van of the passenger carrying 

train  in addition to the Guard after observance of all formalities.  
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 [c] The number of persons permitted to travel in the brake-van of Goods train, in 

addition to the Guard, should not exceed five [5]. However, in emergent cases 

exception may be made for security staff, police, repair gangs of S&T, medical 

staff etc. with the prior approval of Sr. DOM of the concerned Division.  

 

 [d] In case of Driving cab of DMU/EMU/MEMU, number of such authorised persons 

should not exceed three including Motorman.  Not more than four [4] authorised 

persons including the engine crew should be allowed to travel in the Diesel 

engines/Electric engines working the train. However, a Silver Metal Pass holder 

may travel on the foot-plate in addition to the limit of four [4] prescribed above 

i.e. maximum number of authorised person can be five in such cases. Similarly, in 

the case of inspections by Signal Sighting Committees, 5 authorised persons 

including the engine crew may be permitted.  

 

 

 

4.23. Brake-vans.- 

 

(1) No train shall be allowed to enter a block section, unless one or more brake-

vans or hand braked vehicles are attached to it except in emergency or as 

provided for under special instructions. 

 

(2) This rule does not apply to railcars, light engine or light engines coupled 

together. 

 

SR. 4.23.- [i]  A crew rest van, an Inspection Carriage or a Departmental Vehicle not 

fitted with hand brake attached behind an engine may be despatched from a 

station without a Guard or a Brake-van in rear, provided the vehicles are 

equipped with active vacuum brake apparatus. 

 

 [ii] Authority for permitting trains to run without brakevan. 

 

 Unless specific approval is given by Chief Operations Manager/Eastern Railway 

personally, no such train should be run. The details of the train i.e. date, train No., 

from and to station, last vehicle number shall be recorded with the reasons in a 

separate register to be maintained in the Control office.  

  

 Running of such trains is strictly prohibited during total failure of communication.  

 

  Precautions to be taken -  

 

 Whenever a Goods train is run without brakevan, the following precautions shall 

be observed –  

 

  [1] The train shall be worked on the last vehicle number principle.  

 

[2] Before starting the train, the Guard shall relay the number and         

description of the last vehicle in writing to the Station Master / Yard Master of 

the train originating station.  

 

[3] The Station Master/Yard Master of the originating station must intimate the 

section Controller of the number and description of the last vehicle under 
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exchange of Private number. The Section Controller , in turn, must alert the 

Station  Masters enroute of the train number as also the number and 

description of the vehicle.  

 

[4] When asking and giving Line Clear, the Line Clear enquiry and its reply must 

clearly include the number and description of the last vehicle under 

exchange of Private number. The trains number, description and Private 

number exchanged should be recorded in the Train Signal Register.  

 

[5] The number and description of the last vehicle must be repeated to the 

Section Control and the Station Master of the station in advance while 

giving train entering  section signal from each station.  

 

[6] The train examiner must mention the number and description of the last 

vehicle while issuing the brake power certificate.  

 

[7] L V Board or tail lamp as the case may be shall  invariably be fixed at the tail 

end or the rearmost vehicle by the Guard. In case the Guard is not 

provided, then the relevant GR & SR must be followed.  

 

[8] The Guard of the train shall travel on the engine.  

 

[9] The Guard, the Loco Pilot and his Assistant shall look back frequently during 

the journey to see that the rear portion of the train is following in a safe and 

proper manner.  

 

[10] The station on getting the train number of the train without brakevan and its 

last vehicle number will inform the end cabins under exchange of Private 

number.  

 

[11] The Cabinman/Station Master/Assistant Station Master in the Cabin must 

check the last vehicle number of the train with that obtained from the 

station in rear of Station Master on duty, and clear the section only after the 

complete arrival of the train.  

 

[12] In case the staff  on duty in the cabins are unable to tally the last vehicle 

number with that obtained from the station in rear/Section Controller, or are 

unable to read the last vehicle number of the train , they should contact the 

other Cabinman/ASM on duty and ask them to stop the train and verify the 

last vehicle  number with that received from the Control. In the event of 

SM/ASM/Cabinman also failing to stop the train and verify the last vehicle 

number, the station ahead should be advised to stop the train and tally the 

last vehicle number. In such case, till such time the last vehicle number is 

properly verified by stopping the train and the complete arrival of the train is 

ensured, the block section in rear should not be closed.  

 

 In case the last vehicle number does not tally with that obtained from the 

station in rear/Section Controller, every effort should be made to stop the 

train and the Guard travelling on the engine should be asked to certify 

complete arrival of the train by issue of an arrival certificate indicating the 

correct number of the vehicle which is also recorded by the TXR in the Brake 

Power Certificate. 
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 When there are no end cabins, the responsibility to tally the last vehicle 

number shall devolve on the Station Master.  

 

[13] Speed of the train – The train running on last vehicle number without 

brakevan shall run through the stations at a restricted speed of 20 Kmph. 

during day provided visibility is clear. At night or in thick or foggy weather 

when visibility is affected such a train should stop at each station for 

verification of the last vehicle number and to ensure complete arrival of the 

train.  

 

[14] Between stations, the train without brakevan running on last vehicle number 

may run at the sectional speed subject to other speed restrictions in force. 

However, in thick and foggy weather, the train will run duly observing the 

precautions laid down in the G&SR when visibility is restricted.  

 

[15] At certain stations Advance Starters are more than 180 metres from the 

trailing points to accommodate one train. In such stations, advancing of 

trains without brakevan upto the Advance Starter should be stopped.  

 

[16] In Automatic Block Signalling and I.B.P. territories, no train must be allowed 

to follow until the preceeding train which has been allowed to run without 

Brakevan has arrived complete at the next block station in advance.  

 

Note. – However, these provisions shall not be need for running trains without Brakevan 

as a regular measure. These provisions only cater to running of trains without 

Brakevans for operational exigencies only under inescapable circumstances. 

 

SR 4.23 [iii] A crew rest van, an inspection carriage or a Departmental Vehicle not fitted 

with hand brake attached behind an engine may be despatched from a station 

without a Guard or a Brake-van in rear, provided the vehicle as are equipped 

with active vacuum brake apparatus. 

  

4.24. Position of brake-van on train. - Unless it be otherwise directed by special 

instructions, one brake-van shall be attached to the rear of the train, provided that 

reserved carriages or other vehicles may, under special instructions, be placed in 

rear of such brake-van. 

 

SR.4.24. [a] When forming a mixed train, Goods vehicles shall be put next to the train 

engine followed by the front brake-van and then the coaching vehicles whether 

loaded or empty so that in all cases there shall be a Brake-van between the 

Coaching vehicles and Goods wagons.  

 

   [b] Active vacuum braked vehicles or wagons upto a maximum of 2 bogies or 

four 4-wheelers may be attached behind the rear brake-van of vacuum fitted 

trains, provided all those vehicles or wagons are connected with the vacuum 

brake on the train.  

 

  This also applies on Military Specials. Any train made over to the Eastern Railway 

system violating these instructions are to be re-marshalled as indicated above.  
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  [c] In the event of there already being two bogies or four 4-wheeler vehicles 

behind the rear brake-van on a train carrying passengers, an Inspection Carriage 

having vacuum brake in working order may be attached in rear in addition, but 

no other type of vehicles. 

 

 [d] In the case of a fully vacuum braked train only vacuum braked or piped 

vehicles may be attached and in all such cases, the vacuum pipes shall be 

brought into use, the only vacuum pipes on the dummies being leading pipe of 

the engine and trailing pipe of the last vehicles.  

 

4.25. Guards.- 

 

(1) Except under special instructions or in an emergency, every running train shall 

be provided with one or more Guards. 

 

 

(2) The Guard of a running train shall travel in his brake-van, except- 

 

  (a) in an emergency, or 

 (b) under special instructions. 

 

(3) When a train is worked without a Guard, such of his duties as can be performed 

by the Loco Pilot shall devolve on him as may be specified by special instructions. 

 

SR.4.25. [a] When two or more Guards are running with a train, the Guard-in-Charge 

shall ride in the rear brake-van 

 

      [b] The Guard of  Rajdhani Express/Satabdih Express may travel with the Train 

Superintendent or in the Power Car instead of in the Brake-van. He must, however, 

carry with him the personal equipments as specified in GR 4.19.  

 

 4.26. Couplings -  No vehicle that is not fitted with a coupling or couplings of   approved 

pattern shall be attached  to any train. 

 

                                 D. Vehicles and Cranes. 

4.27. Cranes.- 

 

(1) No travelling crane shall be attached to a train until it has been certified by a 

duly authorised person that it is in proper running order, and with a dummy truck 

for the jib, if necessary. 

 

(2) When a crane is to work on any line provided with electric traction or any line 

adjacent to it, the procedure and precautions as laid down under special 

instructions shall also be followed. 

 

4.28. Loading of vehicles.- 

 

(1) No wagon or truck shall be so loaded as to exceed the maximum gross load 

on the axle fixed under sub-section (3) of section 53 of the Act, or such less load, if 

any, as may have been prescribed by the Railway Administration. 
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(2) Except under approved special instructions, no vehicle shall be so loaded as to 

exceed the maximum moving dimensions prescribed from time to time by the 

Railway Board. 

 

(3) When a load in a truck projects to an unsafe extent beyond the end of a truck, 

an additional truck shall be attached to act as a dummy. 

 

(4) The Guard shall, unless this duty is by special instructions imposed on some 

other railway servant, carefully examine the load of any open truck which may be 

attached to the train, and if any such load has shifted or requires adjustment, shall 

have the load made secured or the truck removed from the train. 

 

SR.4.28. [a] Standard moving dimension, Broad Gauge – No vehicle of any description is 

to be allowed to run if it and its load are not within the dimensions given below–  

          [i] Maximum width for coaching stock     - 3250 mm. 

  [ii] Maximum width for four wheeled goods stock  - 3200 mm. 

  [iii] Maximum width for bogie goods stock   - 3050 mm.  

  [iv] Maximum height at centre     - 4115 mm.  

  [v] Maximum height at sides for bogie goods stock-3530 mm. 

  [vi] Maximum height at sides for four wheeler stock-3505 mm 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 [b] Standard moving dimension narrow Gauge. – No vehicles of any description is 

to be allowed to run on the Narrow Gauge if it and its load are not within the 

dimension given below – 

      [i] Height at centre            3200 mm Max. (10’-6”) 

      [ii] Height at sides from the rail level          2895 mm Max. (9’ – 6”) 

      [iii] Width ( in case of both bogie vehicles and  

   four wheeler stock )            2290 mm 
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 [c] When timber or other articles have to be loaded on 3 trucks in consequence 

of their being too long to be accommodated on 2 trucks, the following procedure 

should be adopted – 

 

  [i] The centre truck shall not carry any part of the load and its both sides 

should be clear from the consignment by at least 230 mm. 

 

  [ii] The consignment shall rest on the centre of the 2 trucks of both ends and 

shall be free from the floors by 152 mm.  

 

  [iii] The sides of these trucks should also be cleared from the consignment by 

at least 230 mm.  

 

  [iv] The weight of the consignment must not be more than double of the 

carrying capacity of either of these 2 trucks carrying the load. 

 

4.29. Damaged or defective vehicles.- 

 

(1) No vehicle which has been derailed shall run between stations, until it has 

been examined and passed by a competent Train Examiner: 

 

Provided that in case of a derailment between stations, the Loco Pilot may, if the 

vehicle has been rerailed and if he considers it safe to do so, take such vehicle to 

the next station at a slow speed. 

 

(2) If a Guard or Station Master has reason to apprehend danger from the 

condition of any vehicle on a train before it can be inspected by a Train Examiner, 

the Loco Pilot shall be consulted, and if he so requires, the vehicle shall be 

detached from the train. 

 

SR. 4.29. [a] “ Station Masters” and their staff are also required to observe the condition 

of vehicles on trains passing their stations and in the event of any defect or 

irregularity being detected, such as goods falling off, a vehicle on fire, hot axle 

box or other unsafe conditions likely to foul or obstruct the Railway line or lines, 
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immediate steps shall be taken to stop the train by showing danger signals. If the 

train cannot be stopped, he shall at once advise the Station in advance on Block 

Instruments where in use, the signal 000000 – 0 [six pause one] being sent to stop 

such train and examine it and also promptly send an advice with Private number 

on telephone or any other mode of communication, if the telephone is out of 

order, supported by identification No. before giving Private number and intimate 

Section Controller. 

 

  Till such time the affected train arrives complete at the station in advance, the 

Station Master at either end of the block section shall not allow any train or trains 

running on adjacent line or lines to enter the section. Thereafter the train may be 

permitted to enter the section after advising the Loco Pilots of the circumstances 

and warning them through a Caution Order to keep a sharp look-out.  

 

  If, however, it is reported that the affected train is running with hot axle or goods 

having fallen off the affected train, it is not necessary to detain the trains running 

on adjacent line/lines but such trains shall be allowed to enter the section in 

advance only after similar Caution Order being issued. Issuing of Caution Order 

shall be discontinued only when it has been ascertained that the block section is 

free of obstruction. 

 

 The train staff shall also frequently look along their train on both sides whilst in 

motion to see that the train is proceeding in a safe and proper manner.” 

 

 [b] In cases where Station Master observes goods or some parts of the vehicle 

falling off and has reasons to believe that they might have fallen off before the 

train had arrived its station limit, he shall advise the station in rear also as 

mentioned in para [a] above. When such action has been taken, similar 

precautions will be taken for running of trains between his station and the station 

in rear. However, relaying of such information to the station in rear shall be 

restricted between the station which apprehends such danger and the adjacent 

Block Section in rear.  

 

Note. – The signs of an axle running hot/seizure of roller bearing are given in stages as 

follows –  

 

 Hot Axle. – [i] The box commences to warm up and can only be detected in this 

stage by feeling with the hand, which should be placed on the side of the box 

facing the rear.  

 

 [ii] There is a strong smell of heated oil and waste, which can be detected at some 

distance from the vehicle. 

 

 [iii] A whistling noise may commence at any time during the process of heating. A 

box which is whistling must be examined.  

 

 [iv] The box becomes sufficiently hot to ignite the waste and oil. Flames and smoke 

can be seen issuing from the box and the metal of the box becomes red hot. In 

this condition the axle will break within a few kilometres.  
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 [c]   Seizure of roller bearing. –  
           
            [i] Skidding of wheels.  

    [ii] metallic noise. 

  [iii] smell of burning oil/grease.  

  [iv] red glow during night time only 

  [v] smoke from grease.  
 

 [d] Any employee who notices a hot axle/seizure of roller bearing must 

immediately report it to a responsible person such as the Station Master, Guard or 

Loco Pilot, who must take steps to have it examined. If necessary, the vehicle must 

be cut off. 

 

 [e] At Road-side Stations where there are no Train examining staff, before a 

wagon is despatched, the axle boxes must be examined by Station/Train staff. If 

the covers are deficient it is simple matter to see if the box contains waste or not. 

If any box is empty the wagon must be detained and message sent to the nearest 

Train Examiner who will arrange to pack it. Station Master must see that these 

orders are made known to all the Class IV staff at their stations. Water must not be 

thrown on an axle box or axle when hot.   

 

                                E. Precautions before Starting Train. 

 

4.30. Loco Pilot and Guard to examine notices before starting.- Every Loco Pilot and 

Guard before starting with a train shall examine the notices issued for their 

guidance, and ascertain therefrom whether there is anything requiring their 

special attention on that section of the railway over which they have to work. 

 
SR. 4.30. [a] All Guards before going on duty shall visit the Station Master’s office and sign the 

Appearance Book and read and initial such notices and instructions as are exhibited for their 

information or guidance.  

 
      [b] Before commencing duty, the Loco Pilot shall sign the Appearance Book stating 

the time of his arrival in shed. The time by which the Loco Pilot shall report for working different 

classes of trains shall be specified by the Divisional Railway Manager through local instructions. 

The Loco Pilot shall then carefully read all new Notices, pertaining to the running of trains, shown 

on the Notice Board or in the Notice Book and he shall sign his name in the Notice Book to 

indicate that he has read the notices therein and understands them. 

  

4.31. Examination of trains before starting.- Examination of Trains before starting – when a 

train is examined by a Train Examiner at a station, the Station Master shall not give 

permission to start the train until he has received a report from such examiner to 

the effect that the train is fit to proceed and has the prescribed brake power. 

 

SR.4.31. – (1) At stations where no Train Examiner is posted or at way side station while 

clearing the stabled load, the Guard and the Loco Pilot. 
 

(i)   shall ensure vacuum or air pressure continuity and adequate brake power 

by counting operative and non-operative position before starting. 
 

(ii)    shall ensure by visual examination that there are no loose fittings in the 

under gear including brake blocks, Safety brackets, track, area pins brake gear 

pins which may endanger the safe running of the train. 
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(iii)   shall check up the validity of the Brake Power Certificate. In case validity 

period is over, shall work the train upto the next Train Examiner point in the 

direction of movement and control shall be informed through the Station Master 

by making endorsement on joint memo which shall be prepared as specified in 

Clause (iv) and  

 

(iv)   shall prepare the memo jointly on plain sheet in triplicate indicating the 

brake power and deficiency, if any and shall append natures on the same and 

both of them shall retain a copy of the same. Third copy thereof shall be 

handed over to the Station Master. 

 

(2)   The Station Master shall not permit the Guard and the Loco Pilot to start the 

train until he has received a joint memo from both of them to the effect that the 

train is fit to proceed. 

 

(3)  In order to afford the necessary protection to the Train Examining staff, a 

large red flag or a board about 0.38 x 0.30 metres painted red and inscribed 

with the word “STOP” in white erected about 1.21 metre above ground level, will 

be exhibited by them at both ends of trains during the course of examination 

during day light between sunset and sunrise, the flag or stop boards should be 

replaced by red lamps. In case of passenger carrying trains on platform lines, 

the red flag, board or lamp should be displayed on the platform side so as to be 

visible by the train crew from the platform side. No train must be moved under 

any pretext whatever remove the flags, boards or lamps and inform the Station 

Master when his work is completed. 

 

4.32. Examination of train by Loco Pilot.- The Loco Pilot shall, before the commencement 

of the journey and after performing any shunting en-route, ensure- 

 

(a) that his engine is in proper working order, 

 

(b) that the coupling between the engine and the train is properly secured, 

and 
 

( c)   that the head light and marker lights as prescribed in sub-rule (1) of Rule 

4.14 are in good order, and these are kept burning brightly, when required. 

 

SR. 4.32. [i] The Loco Pilots/Motormen of electric trains shall in addition carry out the 

inspection and tests in accordance with special instructions issued by the 

Divisional Electrical Engineer [Rolling Stock] 
 

  [ii] Examination of the Electric Loco while turning out from the Shed – A Loco 

Pilot shall not turn out an electric Loco on running lines until he has tested the loco 

and carried out Chronological preparation in accordance with special 

instructions issued by the Divisional Electrical Engineer [TRS]. 
 

  [iii] Examination of the working of Electric Loco by the Driving crew    enroute –  

 

  [a] The Loco Pilot and Assistant Loco Pilot shall examine the underneath of the 

Locomotive and will feel the temperature of G-case, W.N. Coupler, Axle Box and 

all other visible mechanical parts from outside whenever sufficient time is 

available at stops.  
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  [b] The Loco Pilot shall ensure that his Assistant Loco Pilot makes frequent rounds 

in the corridor of the Locomotive to check the functioning of different auxiliaries, 

relays and equipment while on run and report to the Loco Pilot abnormality, if any. 

The Assistant Loco Pilot shall also check the Leading cab of trailing Locomotive to 

multiple operations. But such checks inside the Locomotive shall not be carried 

out while the train is approaching a station in accordance with SR 4.42[ii][C] 

 

  [c] The Loco Pilot shall relay to TLC any abnormality either personally or through 

Assistant Loco Pilot or through a memo to ASM. He shall make use of emergency 

telephone/Walkie-talkie if the train gets disabled in mid-section. 

 

  [iv] Examination of Electric Loco on arrival in Loco Shed. – Loco Pilot/ET shall 

ensure that a detailed check of the Loco including roof inspection is carried out 

on arrival in shed in accordance with special instructions issued by the Divisional 

Electrical Engineer [TRS]. 

 

  [v] Availability of Fire Extinguisher in the Locomotive. – Loco Pilot and Assistant 

Loco Pilot of the working Loco shall ensure that fire extinguisher has been 

provided in the Locomotive unless instructions from the competent authority [not 

below the rank of ATF(R)] is received to the contrary. 

 

4.33. Examination of single and multiple units by Loco Pilot.- When coupling single or 

multiple units or coaches of any such units together, the Loco Pilot shall be 

responsible for observing that all electrical couplings are properly made.  After all 

couplings have been made, the Loco Pilot while taking over the complete train 

shall satisfy himself that the control and power apparatus and brakes of the 

complete train are in proper and prescribed working order. 

 

SR.4.33. [a] Brakes of the EMU train shall be jointly tested by the Motorman and the 

Guard before commencement of journey to ensure that the electro-pneumatic 

and automatic brakes/vacuum brakes are functioning normally and the brake-

pipe is continuous throughout the train. This joint test shall be conducted in 

accordance with local instructions laid down for the purpose.  

 

  [b] In case a single or multiple unit train is disabled in a block section and is 

required to be cleared by another single or multiple unit train and both the units 

cannot be properly coupled together, improvised coupling arrangements can be 

resorted to, provided the automatic brakes or the hand-brakes of the defective 

unit are in working condition.  

 

  [c] Before moving the defective unit with such improvised arrangements, the 

passengers shall be detrained. The Motorman and the Guard of the defective unit 

shall remain in the two end driving compartments of the defective unit and shall 

be prepared to apply the automatic brakes or hand-brakes promptly in the case 

of parting.  
 

  [d] The disabled unit shall be kept in the rear.  
 
  [e] The disabled train will be withdrawn from service at the nearest station 

where siding accommodation is available.  
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 4.34. Duties of Guard when taking over charge of a train, - The Guard when taking 

over charge of a train shall satisfy himself, before the train is despatched- 

 

(a) That the train is properly coupled, 

 

(b) That the train is provided with the prescribed brake power, 

 

(c) That the train carries tail board or tail lamp and side lamps and that such 

lamps are lighted and kept burning brightly, when required, 

 

(d) That the appliance, if any, for communication between the     Guard and 

the Loco Pilot, is in proper working order, and 

 

(e)  Generally that, as far as he can ascertain, the train is in a state of efficiency 

for travelling. 

 

SR. 4.34. [a] The Guard when taking over charge of a Goods train must satisfy himself 

before the departure of the train that all wagon doors on the train are closed 

and/or  secured correctly and there is no possibility of their opening out and 

hitting against the fixed structure along side the track while on run. If there be 

any doubt of opening of the door even after securing, such wagon must not be 

allowed to move with the train unless the defect is rectified, otherwise it should 

be got detached from the train. 

 

     He should also ensure that no spare coupling of any wagon is in hanging 

position.  

 

  [b] When taking over charge of a train and before signing the train examiners 

‘Brake Power Certificate,’ the Guard of a train shall ensure that the train examiner 

has signed in the Brake Power Certificate form that – 

  

   [i] the doors of all carriages and wagons are in proper working order and can 

be closed and fastened.  

 

   [ii] vestibules connection  are properly secured, and doors, when necessary are 

locked and bolted.  

 

4.35. Starting of trains. 

 

(1)  A Loco Pilot shall not start his train from a station without the authority to 

proceed.  Before starting the train, he shall satisfy himself that all correct fixed 

signals and, where necessary, hand signals are given and the line before him is 

clear of visible obstructions and the Guard has given the signal to start. 

 

(2)  The Guard shall not give the signal for starting the train unless he has received 

the permission of the Station Master to start, in the manner prescribed by special 

instructions. 

 

(3) The Guard shall not give the signal for starting unless he has satisfied himself 

that, except in accordance with special instructions, no person is travelling in any 

compartment or vehicle not intended for the use of passengers. 
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[4] The Station Master shall see, before he gives the Guard permission to start a 

train, that all is right for the train to proceed. 

 

(5)  The permission of the Station Master referred to in sub-rule (2) may be 

dispensed with in case of suburban trains on such sections of a railway as may be 

specified by special instructions. 

 

[6] When permission of the Station Master to start has been dispensed with under 

sub-rule (5) or at a station where no Station Master is posted, the Guard shall see, 

before giving the starting signal, that all is right for the train to proceed. 

 

SR.4.35. [a][i] No train which has been brought to a stand at a station shall be moved 

without the authority of the Station Master.  

 

  [ii] For passenger trains, this authority will be given by the Station Master either 

personally or by exchanging a green flag signal by day or a green lamp signal by 

night with the Guard. 

 

 At junction station for other than the suburban trains, ringing of the prescribed 

station bell will be the Station Master’s authority to the Guard to start his train.  

 

Note. – On the Suburban section of Howrah, Sealdah Divisions described below, where 

it is not possible for the Station Master on duty to give permission for individual 

Suburban trains to start, the Guard may authorise the train to start provided he 

has satisfied himself that the Starting signal has been taken ‘OFF’ for the train and 

all the conditions for the train to start are complied with.  

  

The Suburban sections for this purpose are –  

 

    [i] Howrah         to Barddhaman [via Main Line]  

    [ii]  Howrah         to Barddhaman [via H.B. Chord]  

    [iii] Sheoraphuli to Tarakeswar. 

    [iv] Bandel         to Katwa 

    [v] Bandel         to Naihati. 

    [vi]  Southern section of Sealdah Division. 

    [vii]  Sealdah        to Krishnanagar City/Shantipur. 

    [viii] Ranaghat     to Gede. 

    [ix] Ranaghat    to Bangaon 

    [x] Kalyani          to Kalyani Simanta 

    [xi] Dum Dum Jn. to Bongaon. 

    [xii]  Dum Dum Jn. to Dankuni. 

    [xiii] Dum Dum Jn. to Princep Ghat 

    [xiv] Barasat           to Hasnabad 

 

 [iii] For Goods trains, where starting signals are provided, the ‘taking off’ of the last 

Stop signal on the double line and on the single line, the possession of the 

‘authority to proceed’ by the Loco Pilot along with the ‘taking off’ of the last Stop 

signal and in section provided with tokenless instruments, the ‘taking off’ of the 

last Stop signal only shall be considered the Station Master’s authority to start the 

train. At non-interlocked stations, the possession of the ‘authority to proceed’ by 

the Loco Pilot, shall be considered the Station Master’s authority to start the train. 
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 [b] [i] Station Master must detained a Narrow Gauge Passenger train/Mixed train 

in consultation with the Guard and the Loco Pilot, if there is a reasonable doubt 

that a severe storm is going to break out and that may endanger the safety of the 

train. 

 

  [ii] Windows and doors of the coaches should be kept open if not already, in 

such condition, to allow free passage of the breeze through the coaches. The 

Guard and Loco Pilot of the train in co-operation with passengers must ensure 

that doors and windows of the train are kept open without fail.  

 

  [iii] Such a train must not be allowed to start until the storm abates and it is 

considered safe to proceed in consultation with Loco Pilot and Guard of the train. 

 

  [iv] Despite above instructions, if a train be still caught on the run in a storm of 

an intensity which in the opinion of the Loco Pilot is likely to endanger the train, he 

should immediately bring the train to a halt, taking care that such stoppage at 

places like sharp curve, high embankments, cuttings and bridges is avoided. The 

doors and windows should be kept open in the same manner as at station on the 

spot where the train halts.  

 

  [v] The train should be re-started in consultation with the Guard only after the 

storm subsides and it is considered safe to proceed.  

 

Note. – In case of a Passenger train starting from a station where the Guard’s starting 

signal cannot be clearly and readily seen by the Loco Pilot either on account of 

the topography of the station/platform or due to congestion of the platform by 

passengers’ luggage, parcels, distant position of the engine and the brake van, 

etc., alternative arrangement for relaying the signal either through a repeating 

signal or through a station staff in lieu thereof, must be provided at such station.  

 

 [c] No engine with a train shall be started from any station or after having come 

to a stand in the Block section, unless signalled by the Guard.  

 

 [d] On sections of the line where banking engines are employed, the Guard in 

charge of a train after giving the starting signal to the Loco Pilot at night shall 

immediately repeat the signal to the bank pilot Loco Pilot in rear.  

 

4.36. Guard to be in charge of train.-After the engine has been attached to a train, and 

during the journey, the Guard or (if there be more than one Guard) the Head 

Guard shall be in charge of the train in all matters affecting stopping or movement 

of the train for traffic purposes.  In the case of any self-propelled vehicle, such as a 

motor coach without a trailer and unaccompanied by a Guard, the duties of the 

Guard shall devolve on the Loco Pilot. 

 

4.37. Subordination of Guards in station limits. When a train is within station limits, the 

Guard shall be under the orders of the Station Master. 

 

4.38. Firemen and Assistant Loco Pilots to obey Loco Pilots.-The Firemen or Assistant 

Loco Pilots shall obey the lawful orders of their Loco Pilots in all particulars. 

 

4.39. Loco Pilot to obey certain orders.-After an engine has been attached to a train 

and during the journey, the Loco Pilot shall obey- 
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(a) the orders of the Guard, in all matters affecting the starting, stopping or 

movement of the train for traffic purposes, and 

 

(b) all orders given to him by the Station Master or any railway servant acting 

under special instructions, so far as the safe and proper working of his engine 

will admit. 

 

SR. 4.39. On arrival of a Goods train at an engine changing station, the Loco Pilot shall 

not detach his engine from the train until his train has been properly berthed and 

he has received the necessary signals to proceed to shed. Should any further 

movement of the train be necessary, the Station Master shall make all 

arrangements and the Guard shall personally attend to the work and give the 

necessary orders to the Loco Pilot, informing him when the work is finished. 

 

F. Duties of Staff Working Trains  during Journey 

 

4.40. Loco Pilot and Fireman or Assistant Loco Pilot to keep a good look-out.-Every Loco 

Pilot shall keep a good look-out while the train is in motion, and every Fireman or 

Assistant Loco Pilot shall also do so when he is not necessarily otherwise engaged. 

 

4.41. Loco Pilot and Fireman or Assistant Loco Pilot to look back.-The Loco Pilot and the 

Fireman or the Assistant Loco Pilot shall look back frequently during the journey to 

see whether the train is following in a safe and proper manner. 

 

4.42. Exchange of signals between Loco Pilot, Guard and station staff. - . 

 

(1) The Loco Pilot and the Guard of a train shall exchange signals with each other, 

at such times and in such manner as may be prescribed by special instructions. 

 

(2) The Loco Pilot and the Guard of a train shall, while running through a station, 

look out for and, except under special instructions, acknowledge the 'all-right' 

signals which the Station Master and such other staff at the station as may be 

specified by special instructions shall give if the train is proceeding in a safe and 

proper manner.  If the train is not proceeding in a safe and proper manner, the 

Station Master or the other staff shall exhibit a Stop hand signal, on receipt of 

which the Guard and the Loco Pilot shall take immediate steps to stop the train. 

 

SR. 4.42. [i] Exchange of signals between Loco Pilot and Guard –  

                [a] For ensuring that all is correct for a train to proceed and also that the  

Guard is in his brake van, ‘all right’ signal shall always be exchanged 

between the Guard and the Loco Pilot in circumstances as detailed below –  

 

  [i]  when a train starts after stopping at a station. 

 

  [ii]  When a train starts after stopping outside station limits. 

 

 [iii] When a Goods train, or a train not fitted with vacuum brake throughout 

runs through a station  

 

 In case [i] and [iii] the ‘all right’ signals shall be exchanged as soon as the rear 

brake van has cleared the station platform and in case of [ii] as soon as the train 

has started. 
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  [b] ‘all right’ signal referred to above, is a manual signal made by the Guard from 

the brake van by waving green hand flag by day and green hand light by night 

or during thick or foggy weather impairing visibility which shall be exchanged by 

the Loco Pilot by repeating it. If the Loco Pilot does not get the ‘all right’ signal 

from the Guard, he shall sound his engine whistle and if there is no response even 

then, he shall stop the train and ascertain the cause.  
 

 [c] ‘all right’ signals shall always be exchanged from the left hand side of the 

engine and brake van on the straight road and on a curve from that side where 

from they can best be seen. 
 

 [d] In the case of EMU/Push Pull/DMU and Rajdhani Express / Shatabdi Express 

trains and other trains worked with SLRs having Air conditioned Guard 

compartment, the exchange of ‘All Right Signals’ between the Loco Pilot and the 

Guard shall be by ringing bells in their cabs, as per code laid down in SR 4.51 or by 

walkie-talkie or if these means of communication are defective, ‘All Right Signals’ 

will be exchanged between Loco Pilot and Guard by waving green hand flag by 

day and green hand light by night/ thick , foggy or tempestuous weather 

impairing visibility. 
 

 [ii]Exchange of signals by Diesel/Electric engine hauled trains –  
 

  [a] Loco Pilot and Guard of all trains irrespective of traction shall exchange 

signals with the station staff or cabins  whenever their trains run through station as 

an assurance of having noticed the signal indicating that all is right with his train. 

In addition, the Loco Pilots of such trains shall also whistle while running through 

station. Should they observe Stop hand signal displayed by station staff under SR 

4.42[iii][a], they shall take immediate steps to stop the train. 

 

  [b] Assistant Loco Pilot shall remain alert since his assistance may be required 

by the Loco Pilot in exchanging the ‘all right’ signal.  
 

  [c] The Diesel/Electric Loco Pilot’s Assistant should not be in engine room but 

should remain in the engine cab when the engine is approaching a station or a 

site where restriction is in force, since his assistance would be required by the Loco 

Pilot in exchanging the ‘all right’ signal.  
 

  [d] The Guard of a train, whether stopping or non-stopping, shall also look 

back after his train has passed a station including a ‘Halt’ and shall satisfy himself 

that no danger signal or any other indication is exhibited by any of the station 

staff.  

  While running through a station, the Guard must appear at the door or on 

the verandah of the brake van and watch for such signals.  

 

            [e] The Guards of  Rajdhani Express , Shatabdi Express and other trains 

worked with SLRs having Air conditioned Guard compartment are not required to 

acknowledge hand signals given by the station staff but a sharp    look out must    

be kept by them for enabling them to stop the train, should a danger signal be 

exhibited by the station staff. 
 

  Note. – In case the Loco Pilot and the Guard do not receive the ‘all right’ 

signal at a station while running through, they shall exercise extra caution to 

ensure that ’all is right’ for the train to proceed. The Guard and the Loco Pilot shall 

report such failure of the station staff to display the signal in the Joint Train Journal 

and also at the nearest station/cabin where the train is next stopped. 
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 [iii] [a] Exchange of signals by station staff with train staff when trains run through – 

In the case of train running through a station, a ‘green’ hand signal shall be 

exhibited to the train staff by waving it from the signal cabin and from the station 

platform [ except station exempted by the Divisional Railway Manager ]. If the 

view of the passing train is obstructed by another train or vehicle or by any other 

obstruction, the ‘green’ hand signal shall be waved from such position from where 

it can clearly be seen by the Loco Pilot and Guard of the train concerned, who 

shall be on the look out for such signals. For ensuring that the train is running safely, 

the train passing staff exhibiting such ‘green’ hand signal shall remain vigilant and 

watch the condition of the vehicles passing and if anything wrong endangering 

the safety of the train is noticed, he shall promptly display ‘red’ hand ‘Danger’ 

signal to attract the attention of the Loco Pilot and Guard to enable them to stop 

the train. 
 

 Where cabin/cabins and station building are on the same side or where no 

cabins are situated and at all panel interlocked stations, the Station Master shall 

depute one of his competent staff on duty with hand signals to the other side of 

the passing train to observe the same and assist the Station Master in doing his 

duty as laid down in GR 4.42 [2].  

 

               Wherever Gate lodge of a Level Crossing Gate is situated on opposite side, 

nearest to ASM/Panels office , in the station section, if authorized as per SWR, 

Gateman shall exchange ‘All Right Signal’ with the Guard and Crew of the train 

running through a station. In such case, the Station Master shall not depute other 

competent railway servant to exchange ‘All Right Signal’ from off side with the 

Guard and crew of the train running through a station. 

 

  [b] Keeping a flag or a hand signal lamp showing ‘green’ on the window 

seat of the cabin is not adequate – the Cabinmaster/Cabinman must lean out of 

the window holding the flag or lamp in his hand when exchanging signals.  

 

  [c] Cabins in large yards, where shunting is performed by pilots, shall not 

exhibit any flag or light to trains running through when there is nothing wrong with 

the train. Should, however, they find anything wrong with the train; they must 

display a danger signal to Loco Pilot and the Guard of the train.  

 

  [d] In the event of Guard/Loco Pilot of a train running through a station 

[Except Guards of Rajdhani Express , Shatabdi Express trains and other trains 

worked with SLRs having Air conditioned Guard compartment ] failing to 

exchange ‘all right’ signal with the station staff or cabins, the failure shall be 

reported at once to the Controller on duty who shall have the train stopped at 

the next station and have a written warning handed over to the Guard/Loco Pilot 

by the Station Master. This irregularity shall be mentioned in the Station Diary by 

the Station Master of both stations and reported to the concerned Officers by the 

Controller. In case Control is not working, the station staff shall contact the next 

station ahead directly and arrange to stop the train and take similar action as 

indicated above.  
 

 

 

 [iv] Exchange of signals between Guards in between stations, except suburban 

section – Guards of running trains will be responsible to watch any train passing on 

the adjacent line and to attract the attention of the Guard or the Loco Pilot of the 
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latter train, by exhibiting danger hand signal, should any condition be noticed on 

that train which may endanger its safety. In case of trains running in opposite 

direction, as on double line or twin single line etc., the Guards of the two trains [ 

except in suburban section ] will exchange green hand signals, after having 

examine each other’s  train. In case any thing unusual is noticed, a danger hand 

signal shall be exhibited to attract the attention of the Guard and the Loco Pilot 

of the other train. 

 

 4.43. Guard to keep a good look-out.-During the journey including halts at stations, 

every Guard shall keep a good look-out and satisfy himself from time to time that 

the tail board and brake-van lamps are in position and that all brake-van lamps, 

where required, are burning brightly, that the train is complete in every respect 

and is proceeding in safe and proper manner. 

 

Note :-The term "brake-van lamp" includes "tail lamp". 

 
SR. 4.43. The Guard of Rajdhani and Satabdi Express may not travelling in the regular brake van, he shall 

be, however, be responsible for compliance with the instruction under GR 4.43 only at stations 

where the train is scheduled to halt. 

 

4.44. Train held up at first Stop signal.- 

 

(1) When a train has, without an apparent cause, been kept standing at the first 

Stop signal for five minutes, the Loco Pilot shall sound the prescribed code of 

whistle to warn the Guard and the Brakesman shall proceed to the cabin or station 

to warn the Station Master.  If there is no Brakesman, the Loco Pilot shall depute a 

Fireman or Assistant Loco Pilot to proceed to the cabin or station to warn the 

Station Master.  The Brakesman or Fireman or Assistant Loco Pilot proceeding to 

the cabin or station shall show a stop hand signal towards the station.  The Guard 

shall, as soon as the train is stopped at the first Stop signal, check up that the tail 

board or tail lamp is correctly exhibited and shall maintain a vigilant attitude in 

rear of the train.  After fifteen minutes or such less time as may be prescribed by 

special instructions, the Guard shall, irrespective of whether the cause is apparent 

or not, proceed to protect the rear of the train in accordance with instructions laid 

down in Rule 6,03.  If in the meantime the signal is taken 'off' or the Loco Pilot 

receives the necessary authority to pass the signal in the 'on' position, he shall 

sound the prescribed code of whistle to recall the Guard and exchange hand 

signal with him before starting the train. 

 

(2) In the case of a train not accompanied by a Guard, these duties shall devolve 

on the Loco Pilot. 

 

4.45. Attracting attention of Loco Pilot.- 

 

(1) If any Guard sees reason to apprehend danger or considers it necessary for 

any reason to stop the train, he shall use his best endeavours to attract the 

attention of the Loco Pilot. 

 

(2) In the absence of other means of communications with the engine, a Guard 

desiring to attract the Loco Pilot's attention shall apply his hand brake sharply and 

as suddenly release it, and whenever possible, he shall reverse the side lamps to 

show red towards the engine. 
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(3) When the attention of the Loco Pilot has been attracted the necessary hand 

signals shall be shown. 

 

(4)  The train is fitted with continuous brake, the Guard may, in case of emergency, 

apply such brake gradually to stop the train. 
 

 

4.46. Assistance from Guard's hand brake.-When the Loco Pilot requires the assistance of 

Guard's hand brake, he shall sound the prescribed code of whistle, if necessary 

repeatedly, or if a brake whistle is provided, sound such whistle, and shall also use 

other means of communication, if provided, between the Loco Pilot and the 

Guard. 

 

4.47. Application of Guard's hand brake.- 

 

(1] When the Loco Pilot sounds the prescribed code of whistle or the brake whistle, 

the Guards shall immediately apply their hand brakes. 

 

(2) When a train is travelling down a steep incline the Guards shall, if necessary, to 

steady the train, assist the Loco Pilot with their hand brakes. 

 

SR. 4.47. The brake is never to be screwed so hard on as to prevent the wheels from 

revolving, thus causing them to skid.  

 

4.48  Permission of Guard to detach engine from train.-When a train has been brought to 

a stand outside station limits or anywhere on a grade, the Loco Pilot shall not 

detach his engine from the train without the permission of the Guard who, before 

giving such permission, shall satisfy himself that the van-brakes have been put on 

securely and take such other measures as may be necessary or prescribed by 

special instructions : 

 

Provided that detaching of engines from trains in such cases may be prohibited 

altogether under special instructions wherever considered necessary in the 

interest of safety. 

  

4.49 Starting and stopping of train.  The Loco Pilot shall start and stop his train carefully 

and without a jerk. 
 

4.50. Sounding of engine whistle.- 
 

(1) Except under special instructions, the Loco Pilot shall always sound the whistle 

of the engine according to the prescribed code of whistle- 
 

(a) before putting an engine in motion 
 

(b) when entering a tunnel ; and 
 

(c) at such other times and places as may be 

prescribed by special instructions. 
 

(2) Engine whistle code shall be prescribed under special instructions. 
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SR. 4.50.[a] The following whistle shall invariably be given by Loco Pilots for the purposes 

indicated against each.  
 

 Note. – ‘O’ represents a short whistle and ‘—‘ represents a long whistle.  

Sl. Code of Engine 

No.        whistle Indication 

 

1.                 0  [a] Before starting –  
 

                                [i] Indication to Loco Pilots of Assisting/Banking engine that the 

Loco Pilot of the leading engine is ready to start. 
 

                              [ii] Acknowledgement by the Loco Pilot of Assisting/banking   

engine to the leading engine. 
 

                              [iii] Engine ready to leave loco yard after completing loco 

works. 
 

                              [iv]   Engine ready to go to loco yard. 
 

                              [b] On run –  
 

                              [i] Assistance of other engine not required 
 

                               [ii] Acknowledgement of Loco Pilot of Assisting/Banking engine 

that assistance stopped.  
 
 

2.  0 –                              Assistance required from the trailing loco 
 

 

3. 00                        [a] Call for Guard’s signal. 

                            [b] Signals not exchanged by Guard. 

                            [c] Signals not exchanged by station staff.  
 

4.  – 0                       [a] Guard to release brakes. 

                            [b] Before starting engine for a train from stations/mid-section. 

                            [c] main Line Clear after backing into siding.  
 

5.  000                      [a] Guard to apply brakes. 

                            [b] Train is out of control. Guard  to assist. 
 

6. 0000          [a] Train cannot proceed on account of accident, failure or 

obstruction or other exceptional cause.  

                            [b] Protect train, in rear. 
 

7. – –  0                      Opening the circuit Breaker [DJ] 
 

8.  – –  00               [a] Call for Guard to come to engine.  
 

9. 0  – 0                 [a] Token not received.  

                          [b] Token missed. 

                          [c] With wrong authority to proceed. 

                          [d] Passing stop signal at ‘ON’ on proper authority.  
 

10. –                [a] Before starting  - vacuum recreated on ghat section remove 

sprag. 

                         [b] Passing an automatic stop signal or a permissive stop signal at 

‘ON’. 
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                         [c] Passing an intermediate Block stop signal at ‘ON’ when the 

telephone provided on the signal post is out of order and the 

Loco Pilot is thus unable to contact station in rear. 

                          [d] On run – acknowledgement of Guard’s signal. 
 

 11.        –– –– ––          [a]  (i) Intermittent whistling by Loco Pilot while approaching a level 

crossing. 
 

               (ii) Approaching tunnel or area (continuous) of restricted visibility or 

curves or cutting or site of accident or when in consequence of 

fog, storm or any other reason the view of signals is obstructed.  

                       [b] Recall Railway servant protecting train in rear.  

                       [c] Material train ready to leave.  

                       [d] Running through a station. 

                       [e] Approaching a stop signal at ‘ON’ 

                       [f] Detained at a stop signal.  

                       [g] Intermediate Block Signal at ‘ON’. 
 

12.       – 0 – 0             [a] Train parting 

                       [b] Train arriving incomplete. 
 

13. 00 –               [a] Alarm chain pulled.  

                       [b] Insufficient vacuum in engine.  

                       [c] Guard applies vacuum brake.  

                       [d] Inter-communication apparatus used.  
 

14. –  –                 Raise pantograph. To be acknowledged by the other engine.  

 

15.  – 0 –               Lower Pantograph. To be acknowledged by the other engine.  

 

16. – 00               [a] Signal arm taken off but light extinguished. 

                      [b] Signal arm improperly/insufficiently taken off 

                      [c] Defective signal.  
 

17. –  –  –            Fouling mark not clear. 
 

18. 000000           [a] Apprehension of danger 

                        [b] Danger signal to the Loco Pilot of an approaching train whose 

path is fouled or obstructed for any reason.  

                        [c] While working on a single line section during total failure of 

communication or when single line working is introduced on a 

double line section.  

                         [d] Moving in a wrong direction on a double line or against the 

signal direction in the Automatic Block Signalling territory or 

against the Established direction in the Absolute Permissible 

block signalling territory. 
 

SR. 4.50 [b][i] Loco Pilot/Motorman must sound whistle/horn immediately after sighting  

the Whistle Board as shown in figure – I 
 

 [ii] Whistle Board as shown in figure – II shall be provided at a distance of 600 

metres on the approach of all manned and unmanned Level Crossings. Loco 

Pilot/Motorman must sound whistle /horn immediately after sighting the Whistle 

Board till the full train has passed the Level Crossing to give a very effective 

audible warning to the road users/motor vehicle Loco Pilots about the 

approaching train.  
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 These Boards should be provided – 

 

 [a] on double or multiple tracks [ on each track ] in the direction from which trains 

approach. 
 

 [b] on single line on both sides of the Level Crossing. 
 

WHISTLE BOARD 

 

                     600 mm             600 mm 

                                                 

                 

               

        300 mm                                                    300 mm                          

                                                   600 mm                                      600 mm                  

                                                                                  

                                                                          

                                                                          300 mm 

          300  mm                                                                                                       

 

  300  mm                                                  300  mm 

                                2 m                                                         2 m 

                  

 

                                                    

 

 

                                                    Rail Level 

                    

                    Fig. I            Fig. II 
 

                                       GENERAL  FOR  LEVEL CROSSING 

 

Note. – The height of the whistle Boards should be so adjusted in the case of multiple 

tracks that there is no infringement of standard  dimension.  

 

 [c] Loco Pilots shall constantly whistle when crossing a train at a station or in a 

block section where another train is standing on the opposite direction or same 

direction for any reason.  

 
 

4.51. Bell signals between Loco Pilot and Guard.— When bell  communication is 

provided  between  the  Loco Pilot and the Guard of the  train, bell signal  code, as 

may be prescribed by special  instructions  shall be  used. 

 
 

SR. 4.51. – The following bell signals shall invariably be exchanged between the Guards 

and the Loco Pilots of trains provided with the means of bell communication on 

Suburban electrified section for the purpose indicated against each :- 

 
 

 

 

W 
 

W/L 
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                                      Note. – ‘0’ represent a ring. 

Sl.  Code of   

No.  Bell Signal Indication                       Acknowledgement 

 

1.   0 Stop train 0 
 

2[a] 00 Start train 00 

  [b] 00 Alright signal 00 
 

3.         00 Pause 00         Passing Automatic gate signal at ‘ON’          00 Pause 00 

 

4.  000 Guard required by the Loco Pilot 000 

 

5. 0000 Protect train in rear 0000 

 

6. 0 Pause 0 Zone of speed restriction over 

  Resume prescribed speed 0 Pause 0 

 

7.        000 Pause 000 To warn the Motorman when he 

  exceeds the prescribed speed 000Pause 000 

 

4.52. Throwing out water, fire or cinders. –  A Loco Pilot or fireman shall not throw out 

water, fire or cinders, when passing through a station yard or tunnel or when on a 

bridge.  

 

4.53. Hose  or  water  crane .— After  taking  water  from a  tank or water column, the  

Loco Pilot  shall see  that  the  hose  or arm  is  left  clear of  the  line  and, when it is  

provided with  fastening, properly  secured.  

 

4.54. Passengers.-Every Guard shall give his best assistance to passengers entraining 

and detraining. 

G. Duties of Staff on Arrival. 

 

4.55. Shutting off Power.-In stopping a train, the Loco Pilot shall determine where to shut 

off power by paying particular attention to the gradient, the state of the weather, 

the condition of the rails, the brake power and the length and weight of the train. 

 

4.56. Guard to see that train is stopped clear of fouling marks.-When a train comes to a 

stand at a station, the Guard shall see that, wherever possible, the last vehicle of 

his train has cleared the fouling marks of all points and crossings.  If not, he shall 

inform the Station Master at once and exhibit Stop hand signal to prevent any 

movement on the fouled line. 

SR. 4.56 [a] It is the duty of the Guard of a stopping train to see that his train has arrived 

complete. If the train has not arrived complete, then the Guard is personally 

responsible for immediately bringing the fact to the notice of the Station Master, 

Cabin Assistant Station Master or Cabinmaster/ Cabinman, as the case may be so 

that necessary steps may be taken. 
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  [b] In semaphore signalling territory the Guard shall see that all the signals taken 

‘OFF’ for the reception of his train have been put back to ‘ON’. If any signal has 

not been put back to ‘ON’ he shall inform the Station Master at once and wave a 

hand danger signal to protect his train. He shall note down this fact in his rough 

journal book and make a remark in the Joint Train Report.  

 

  [c] When the Tail lamp/Tail Board of a stopping train cannot be seen by the 

Station Master/Cabin ASM/Cabinmaster/Cabinman due to the cabin centrally 

situated or otherwise, the Station Master on duty will send a station staff along with 

“ Train Intact Register” to the Guard of the train who will put his signature with Train 

No., date and time as an assurance that the train has arrived complete and 

stopped clearing the fouling mark. The Station Master on duty will send “Train out 

of section” report to the block station in rear on getting back the above Register 

duly signed by the Guard of the train.  

 

    The “Train Intact Register” shall have the following columns. 

 

 Train Line Time of   Guard’s signature in token of  

Date No. No.  arrival   complete arrival of the train clearing 

the fouling mark and time signed. 

 

4.57. Detaching engine.-Whenever a train has been brought to a stand, and it is 

necessary for the engine, with or without vehicles, to be detached from the rest of 

the train, the Guard shall, before the train is uncoupled, satisfy himself that the 

van-brakes have been put on securely and take such other measures as may be 

prescribed by special instructions. 

 

SR.4.57. Loco Pilots are responsible for the coupling of their engines to trains at starting 

station and for the un-coupling at engine changing station and also at any station 

where an engine has to be detached for loco requirements. At other stations the 

station staff are responsible for uncoupling and coupling. Special attention should 

be given to the coupling of the vacuum pipe connection between the engine 

tender and train. 

4.58. Loco Pilot to see that train is stopped clear of fouling marks.-When a train comes to 

a stand at a station, the Loco Pilot shall see that, wherever possible, his engine is 

clear of the fouling marks of all points and crossings.  If not, he shall take steps to 

inform the Station Master at once and exhibit Stop hand signal to prevent any 

movement on the fouled line. 

 

SR.4.58.  In Semaphore signalling territory, the Loco Pilot on arrival at a single line station 

must watch the signals of the opposite direction and if he finds that the signals 

have been taken ‘OFF’ for the line on which his train is standing, he must inform 

the fact immediately to the Station Master/Cabinmaster/Cabinman. If in the 

meantime the train from the opposite direction is visible he shall wave a hand 

danger signal towards the train and whistle frequently to attract the attention of 

the Loco Pilot of the approaching train in order to stop the train. Necessary remark 

should also be made in the Joint Train Report.  

 

4.59. Moving of train carrying passengers after it has been stopped at a station -- 

 When a train carrying passengers has been brought to a stand at a station, 

whether alongside, beyond, or short of the platform, the Loco Pilot shall not move 

it, except under orders of the Guard or to avert an accident. 
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4.60. Guard not to leave train till handed over.-No Guard shall leave his train until it has 

been properly handed over in accordance with special instructions. 

 

SR. 4.60.- [a] No Guard shall leave the station at the end of his run without the Station 

Master’s permission to do so. He shall also before leaving see that his train has 

been signed for by the outgoing Guard, or by the Trains Clerk. He shall furthermore 

have delivered all consignments, Way-Bills, Dispatches, etc. for that station and 

shall have made over those for stations beyond. 

 

  [b] Every Guard shall also hand over all journals and documents kept by him in 

connection with the running of his train to the Assistant Station Master on duty 

before leaving the platform at the end of his run, if a box is provided for the 

purpose such documents are to be placed therein. 

 

  [c] In the event of the train running over two or more Divisions the Guard shall 

submit separate train documents for each Division, and shall also sign his name on 

the roster before he leaves the station. 

   

4.61. Loco Pilot not to leave engine when on duty -   No Loco Pilot shall leave his 

working locomotive or his self-propelled vehicle when on duty, whether at a 

station or on a running line, except in case of absolute necessity and after a 

competent railway servant has been placed in charge of the locomotive or self-

propelled vehicle. In the case of a self-propelled vehicle manned by a Loco Pilot 

only, a Loco Pilot may leave it when necessary, provided he has locked the cabs 

and has put the vehicle in low gear with the ignition switch in the off position and 

has screwed down and locked the hand brake.  

 

                        H. Working of Material Trains 

 

4.62 Working of a material train in a block section. - A material train shall be worked 

only with the permission of the Station Masters on each side and in accordance 

with special instructions. 

 

SR.4.62. [a] Divisional Material Train Guard shall be responsible for seeing that the brakes 

of all vehicles on his train are applied as necessary. When working on section of 

the line where the gradient is steeper than 1 in 150 the Loco Pilot before moving 

his train shall see that a sufficient number of brakes have been applied to enable 

him to control his train.  

 

  [b] A Divisional Material Train shall always stop, at the station preceding the 

section in which the train is to work and Guard shall send to the Station Master on 

application on Form E. 223 stating at what time he will be ready to start noting the 

time. This advice is sent before detaching the top copy of this advice, the Station 

Master shall note in pencil with carbon paper underneath, the time the advice is 

received and that at which his reply is sent. He shall also write his reply stating 

what arrangements he has made for Divisional Material Train to start. He will then 

keep one copy and return the other in the book to the Divisional Material Train 

Guard.  

 

  [c] On receipt of advice on Form E. 223, the Station Master shall advice the 

Station Master at the other end of the Block section as to the length of time during 
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which the Divisional Material Train will work and whether it will proceed to the 

station in advance or return to the station from which it started. This advice shall 

be acknowledged by a repetition of the message together with a Private 

number. 
 

  [d] On double line section a Divisional Material Train on completion of work shall 

generally proceed to the station in advance. It may, however, with prior 

arrangement return on the same line to the station from which it started. When it is 

required to return on the same line the Divisional Material train must come to a 

stop opposite the first Stop signal pertaining to the correct line or at the last Stop 

signal pertaining to the wrong line [ on which line it is running ], whichever comes 

first. The Loco Pilot shall then sound his engine whistle to attract attention of the 

Station Master on duty and remain there until the Station Master authorises its 

admittance by issue of a Caution Order on Form T/409. 
 

  [e] The Station Master shall also issue to the Loco Pilot a Caution Order Form T/409         

  on which shall be distinctly stated – 
 

    [i] That the train may work on the line between his station and the next. 
 

   [ii] Whether he has to return to the despatching station or proceed to the next 

station. 
 

   [iii] The time at which the train is to arrive at the station.  
 

  [f] When the engine is pushing the train or is placed in an emergency or in 

exceptional circumstances some where in the middle of the train, and the 

Brakevan is leading.  

 

   [i] The speed must not exceed 25 Km. per hour on the straight line, or 8 Km. per 

hour over a turnout or where the gradient is steeper than 1 in 150.  
 

   [ii] The Guard must travel in the leading Brake-van and must exhibit hand signal 

to the Loco Pilot;  
 

   [iii] The train crew must keep a good look-out especially in the direction in which 

the train is moving  and must be prepared to stop short of any obstruction; 
 

  [g] When the engine is pushing the train or is somewhere in the middle of the train 

and the Brakevan is not leading.  
 

   [i]  The speed must not exceed 8 Km. per hour;  
 

   [ii]  The Guard must  travel on the leading vehicle and 
 

   [iii]  Sub-clause f [iii] must be strictly complied with.  
 

 Note. – When the engine is pushing the train, the Guard and Loco Pilot shall exercise 

special care to keep the train in complete control.  
 

4.63. Workers on the material train. — The Guard of a material train shall, before giving 

the signal to start, see that all the workers are on the train and warn them to sit 

down.   
 

 

4.64. Protection of material train when stabled.- 

 

(1) A material train shall not be stabled on a running line at a station, except in 

unavoidable circumstances. 
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(2) When a material train is stabled at a station, it shall be protected in the 

following manner and the Station Master shall ensure that- 

 

(a) the vehicles of the material train have been properly secured and are 

not fouling any points or crossings. 
 

(b) all necessary points have been set against the line on which the material 

train is stabled and such points have been secured with clamps or bolts and 

cotters and padlocks, and 
 

(c) the keys of such padlocks are kept in his personal custody until the 

material train is ready to leave the siding or line. 
 

(3)  The Guard shall not relinquish charge until he has satisfied himself that the 

material train has been protected as prescribed in this rule. 
 

 4.65.  Working of track maintenance machines. - Track laying or on track tamping or 

maintenance machines shall be worked  only  with the permission of the Station 

Master and in accordance with  special instructions. 

SR 4.65 Description and Working of " On Track Machines” 

                                                        1. Description :  

 

“On Track Machines " are self-propelled track machines powered by diesel 

engine which move with or without coaches / wagons and at speed sanctioned 

by Commissioner of Railway Safety.  These machines are used for various 

maintenance / renewal works of track like track lifting, levelling, aligning, tamping 

of plain track as well as points and crossing, deep screening of track ballast, 

cleaning of shoulder ballast, regulating of track ballast, dynamic stabilisation of 

track, changing of points and crossing, exchanging of sleepers etc. These 

machines are provided with powerful electric head lights, flasher lights and 

marker lights on both sides in addition to several working lights at various points to 

facilitate night working.  These machines are designed to move in both the 

directions during day and night.  Effective electric horn as well as pneumatic 

horns are provided on the machines. Efficient pneumatic brakes exist on the 

machines for braking purposes in addition to parking brakes. 

 

These machines shall be worked as train, as defined in GR 1.02 (58), under the 

system of working in force for the purpose of working on the open line except 

when attached in rear of a Goods train.  However, there need not be any Guard 

or Brakevan attached to the machine. 

 

Each machine shall be in direct charge of a Jr./ Section / Sr.  Section Engineer.  

Number of authorised Railway staff in the Driving Cab of On Track Machine should 

not exceed 5 (five). 

 

                   2.     Certificate of Competency. 

 

No person shall be permitted to drive /operate the On Track Machines unless : 
 

a) He is in possession of a valid working permit for operating On Track Machine 

issued by Dy.CE., ( TMC ] /PD / MGS or any authorised officer nominated for this 

purpose by CTE (TM] which shall be valid for 3 years. 
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b) He has satisfactorily passed the prescribed examination on  transportation 

rules and holds a duly authorised certificate of competency issued by Principal 

/Zonal Training Centre which shall be valid for 3 years. 

 

c]      He has acquainted himself with the system of working, locations of signals 

and other local conditions as required under GR 3.78 (4), and 

 

d)     He is in possession of a certificate of medical fitness in A-3 category, issued by 

a Railway Medical Officer prescribed for driving of On Track Machine. 

 

                                    3.  Equipment: 
 

(A) Each operator before taking his machine on to the running line must 

satisfy himself that the following equipments, complete in all respect and in good 

working condition, are available in his machine: 
 

                          i) Hand signal flag with stick - Red .................................. 2 Nos. 

  Green ....................... 2 Nos. 
 

                          ii) Tri colour battery operated Hand 

 Signal lamp with batteries ............................................ 2 Nos. 
 

                         iii) Fog signal...................................................1 case (10 Nos.) 

   

                         iv) Tail Board / L. .V. Board   ........................................1No. 

 

                         v) Flashing Tail lamp ......... ..........................................1 No. 
 

                         vi)            Chain with padlock ........................................ ….2 Nos. 

                        vii)             Clamp with padlock ……………………………..2 Nos. 

                        viii)            Skid …………………………………………………...2 Nos. 

                        ix] Portable telephone……………………………….1 No. 

                        x] First Aid Box.... ……………………………………..1 No. 

                        xi]   Banner Flag ………………………………………..2 Nos.  

                        xii] Loco Pilots Rule Book / G&SR book with 

 up-to-date Correction Slip ……………………..1 copy 

                      xiii] Working Time Table of the Division 

 where the machine is to work ………………….1 copy 

                     xiv] Such other equipments and stores as 

 may be prescribed by the Engg. Deptt. 

 

 [B]  The operator shall have with him while on duty, 2 pairs of such spectacles as 

he is required to wear under medical advice.  
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     4.  Rules for Operation : 

 

  a] Whenever On Track Machine / machines is / are ready to leave for work 

site, Jr./Section/Sr. Section Engineer ( P. Way ) Incharge of the machine/machines 

shall advise the Station Master on duty through a requisition as per proforma in 

Annexure – I  in duplicate indicating the specific location where the machine / 

machines will work, number of On Track Machine/machines which will work along 

with individual number[s] , extent of block required  and station where it/they shall 

proceed on completion of the work. Station Master, in turn, shall apprise the 

section controller of the fact and on being permitted by the latter shall return the 

original copy of the requisition to the Jr./Section/Sr. Section Engineer (P. Way) 

incharge indicating therein the duration of block that may be granted and other 

special instructions, if any. Section Controller shall advise the Station Master on 

duty of the Station Controlling entry into the work site as regards the programme 

of the machine/machines and duration of block whenever required.  

 

  b] On Track Machine / machines shall only be taken on to the running line 

from the siding / stabling line with the written permission of the Station Master on 

duty in the form T/806( Shunting Order ).  

 

  c] In case the machine / machines is / are run through stations before 

reaching the station controlling entry into the work site, it/they shall be considered 

as train and shall run with proper authority to proceed and on observance of all 

rules required for movement of trains.  

 

   While moving in convoy, the total number of the machines shall be 

clearly mentioned in the Line Clear Enquiry Message with exchange of Private 

Numbers. One authority to proceed shall apply to all the machines [convoy of 

machine]. The Tail Board / Tail lamp shall be fixed on the rearmost machine in the 

direction of movement accompanied by the Jr./Section/Sr. Section Engineer (P. 

Way) in-charge who shall travel on the rearmost machine.  

 

4.1 Following procedures shall be observed by the Station Master on duty 

controlling entry of the machine / machines into the work site in the Block Section. 

  

   

          a] On Single Line Section :   

 

 Station Master on duty shall obtain “ work and proceed“ or “work and    return “ 

Line Clear, as the case may be, from the block station in advance. In case of 

“Work and proceed” Line Clear, number of machine/machines which will work in 

the block section and the time at which the machine/machines is/are to arrive at 

the station ahead shall be specifically mentioned in the Line Clear Enquiry 

Message. The Station Master on obtaining the Line Clear shall prepare a Caution 

Order on form T/409 indicating clearly the duration of block granted, the number 

of On Track Machine permitted to work in the block section, whether the 

machine/machines shall return to the despatching station or proceed to the next 

station, the time at which the machine/machines is/are to arrive at the station, 

the specific No., if any, of the last ON TRACK MACHINE reaching block station and 

any restriction of speed which may have been imposed and shall be handed 

over  to the Jr./Section/Sr. Section [P. Way] in-charge after being signed by all the 
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Operators along with the tangible authority to proceed, if any, who shall travel on 

the leading On Track Machine and the machine/machines shall be despatched 

in the block section on proper signal. 

 

On completion of the work the machine/machines shall either proceed to the 

station in advance or return to the originating station, as the case may be, 

accompanied by the Jr./Section/Sr. Section [P. Way] in-charge in the rearmost 

machine, when running in convoy, carrying the tangible authority to proceed, if 

any. The Operator shall stop at the foot of the first Stop signal and blow his horn to 

apprise the station staff as regards return from work site who, in turn, shall arrange 

admittance of the machine/machines into the station by taking off Reception 

signals or by issue of written authority whenever required. 

 

 On arrival at the station the Jr./Section/Sr.Section(P.Way) in-charge 

accompanying the machine/machines shall handover the tangible authority to 

proceed to the Station Master on duty and shall certify in writing to Station Master 

on duty that the track is fit for movement of trains. The Station Master on duty on 

being satisfied that the machine/machines has / have arrived clearing the block 

section and that he has received the fit certificate for the track, shall cancel the 

Line Clear or normalise the block instrument following the procedures detailed in 

the Block Working Manual. On sections where tokenless block working is in 

operation, BWM rules 8.10 or 8.28(3) , as the case may be, shall be observed.  

 

          b] On Double  Line Section : 

 

 On double line section On Track Machine / machines on completion of work shall 

generally proceed to the station in advance. It may, however, with prior 

arrangement return on the same line to the station from which it had started. 

   

 

                                      i]  Work and proceed by the right line : 

 

 Station Master on duty shall obtain “Work and Proceed” Line Clear from the block 

station in advance clearly indicating number of machine/machines which will 

work in the block section and the time at which the machine/machines is/are to 

arrive at the station and shall prepare a Caution Order on form T/409 indicating 

clearly the duration of block granted, number of On Track Machine(s) permitted 

to work in the block section, that the machine/machines will proceed to the next 

station, the time at which machine/machines is/are to arrive at the station the 

specific number, if any, of the last On Track Machine reaching block station and 

any restriction of speed which may have been imposed which will be handed 

over to the Jr./Section/Sr. Section  (P.Way)  in-charge after being signed by all the 

operators who shall travel on the leading machine and the machine/machines 

shall be despatched in the block section on proper signal. 

 

 On completion of the work the machine/machines shall proceed to the station in 

advance accompanied by the Jr./Section/Sr. Section (P.Way) in-charge in the 

rearmost machine. The operator shall stop at the foot of the first Stop signal and 

blow his horn to apprise the station staff as regards return from work site who in 

turn shall arrange admittance of the machine/machines into the station by taking 

off Reception signal. 
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 On arrival at the station the Jr./Section/Sr. Section (P.Way) in-charge 

accompanying the machine/machines shall certify in writing to Station Master on 

duty that the track is fit for movement of trains. The Station Master on duty on 

being satisfied that the machine/machines has/have arrived clearing the block 

section and that he has received the fit certificate for the track shall send the 

“Train Out of Section” signal to the station in rear.  

  

                ii] Work and Proceed by the Wrong Line : 

 

 The Station Master on duty shall send a message to the Station Master at the other 

end of the block section intimating his intention to block the section back for 

working of the On Track Machine and clearly indicating the number of 

machine/machines which will work in the block section and the time at which the 

machine/machines is/are to arrive at the station at the other end confirmed by 

Private Number. The Station Master receiving the message shall acknowledge the 

same confirmed by a Private Number and shall fix Slide/Safety collar on the 

Slide/Signal lever of the Last Stop signal controlling entry into the affected block 

section. The Station Master sending the machine/machines into the block section 

shall turn the needle of his block instrument to “Train On Line” position and shall 

prepare a Caution Order on form T/409 indicating clearly that the same 

constitutes the authority to enter in the wrong line, the duration of block granted, 

number of machine permitted to work in the block section, that the 

machine/machines shall proceed to the station in advance, time at which the 

machine/machines is/are to arrive at the station at the other end, any restriction 

of speed which may have been imposed and that the machine/machines  is/are 

to stop opposite the first Stop signal pertaining to right line or at the last Stop signal 

pertaining to the wrong line ( on which the machine/machines is/are running) 

whichever will be encountered first where from the machine/machines shall be 

piloted into the station. Special endorsement shall also be made on the Caution 

Order to have a cautious driving and to use the horn frequently while 

approaching Level Crossings and such site of work where P.Way staff are working 

and the Caution Order shall be handed over to the Jr./Section/Sr. Section (P.Way) 

in-charge after being signed by all the operators who shall travel on the leading 

On Track Machine. Machine/machines shall be despatched on the exhibition of 

hand signal at the foot of such signal as would apply normally if it/they was/were 

proceeding on the right line after setting of all necessary facing and trailing points 

and locking of the facing points.  
  

 On completion of the work machine/machines shall proceed to the station at the 

other end accompanied by the Jr./Section/Sr. Section (P.Way) in-charge in the 

rearmost machine and on approaching the station the Operator shall be stopped 

on Hand Danger signal displayed by a Railway servant in uniform at the foot of 

the First Stop signal pertaining to the right line or the Last Stop signal pertaining to 

the wrong line and thereafter shall be piloted into the station. In case the 

Operator finds that no Railway servant in uniform has been deputed at the foot of 

the signal to pilot the train into the station GR 4.44 shall be observed.  
 

 On arrival at the station, Jr./Section/Sr. Section (P.Way)  in-charge shall certify  in 

writing to Station Master on duty that the track is fit for movement of train. The 

Station Master on duty on being satisfied that the machine/machines has/have 

arrived clearing the block section and that he has received the fit certificate for 

the track, shall advise the Station Master at the other end of the block section of  
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         the fact confirmed by exchange of Private Numbers when the latter shall remove 

the “Block back” on the section following the procedures as detailed in the Block 

Working Manual.  

 

                        [iii]  Work and Return by the right line : 

 

 Station Master on duty shall send a message to Station Master at the other end of 

the block section intimating his intention to block the section forward for working 

of the On Track Machine and the duration of the block confirmed by a Private 

Number. The Station Master on duty receiving the message shall acknowledge 

the same confirmed by a Private Number and shall turn the Needle of the block 

instrument to “ Train on Line” position. Thereafter the Station Master shall prepare a 

Caution Order on form T/409 authorising the Operator/Operators to enter the 

block section passing the Last Stop signal in the ‘ON’ position and indicating 

clearly the duration of block granted, number of On Track Machine/machines 

permitted to work in the block section, that the machine/machines shall return 

back to the starting station, time at which machine / machines is/are to arrive at 

the station, the specific number, if any of the last On Track Machine arriving at the 

block station, any restriction of speed which may have been imposed, that the 

machine/machines is/are  to stop opposite the First Stop signal of the other line 

and shall remain there until authorised by the Station Master on form T/409 to 

enter the station and shall be handed over to the Jr./Section/Sr. Section (P.Way)  

in-charge after being  signed by all the Operators who shall travel on the leading 

On Track Machines. 

 

 On completion of the work, the machine/machines accompanied by the 

Jr./Section/Sr. Section (P.Way) in-charge in the rearmost machine shall return to 

the starting station and stop opposite the First Stop signal of the other end and 

blow his horn to apprise the station staff as regards return from the work site and 

remain there until authorised by the Station Master on form T/409 to enter the 

section.  

 

 On arrival at the station, the Jr./Section/Sr. Section (P.Way) in-charge shall certify 

in writing to Station Master on duty that the track is fit for movement of trains. The 

Station Master on duty on being satisfied that the machine/machines has/have 

arrived clearing the block section and that he has received the fit certificate for 

the track shall remove the “Block forward” following the procedure as laid down 

in the Block Working Manual. 

 

                       (iv)  Work and Return by the Wrong Line:  

 

 Station Master on duty shall send a message to the Station Master at the other 

end of the block section intimating his intention to block the section back for 

working of the On Track Machine and clearly indicating the duration of the block 

and that the machine/machines, on completion of work, shall return to the 

starting station, with the specific No., if any, of last On Track Machine 

approaching the block station, confirmed by a Private Number. Station Master 

receiving the message shall acknowledge the same confirmed by a Private 

Number and shall fix Slide/Safety collar on the slide and signal lever of the Last 

Stop signal controlling entry into the affected block section. The Station Master 

sending the machine/machines into the block section shall turn the needle of his 

block instrument to “Train on Line” position and shall prepare a Caution Order on 
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form T/409 authorising the Operator/Operators to enter the block section in the 

wrong line and indicating clearly duration of block granted, number of 

machine/machines permitted to work in the block section, that the 

machine/machines shall return to the starting station, time at which the 

machine/machines is/are to arrive at the station, any restriction of speed which 

may have been imposed, a warning that on return the machine/machines shall 

come to a stand at the First Stop signal of the station and shall remain there unless 

Station Master authorises the admittance either by taking off fixed signal/signals or 

by issue of an authority  to pass it/them on ‘ON’ position. Special endorsement 

shall also be made on the Caution Order to have a cautious driving and to use 

horn frequently while approaching level crossings and such site of work where P. 

Way staff are working and the Caution Order shall be handed over to the 

Jr./Section/Sr. Section (P. Way) in-charge after being signed by all the operators 

who shall travel on the leading On Track Machine. Machine/machines shall be 

despatched on exhibition of Hand signal at the foot of such signals as would 

apply normally if it/they was/were proceeding on the right line after setting of all 

necessary facing and trailing points and locking of the facing point. 

 

 On completion of the work, machine/machines shall return back to the starting 

station accompanied by the Jr./Section/Sr. Section (P.Way) in-charge in the 

rearmost machine and on approaching the station shall come to stop at the First 

Stop signal where from the machine/machines shall be received by taking off 

Approach Stop signal/signals or by issue of written authority whenever required. 

 

 On arrival at the station, Jr./Section/Sr. Section (P.Way) in-charge shall certify in 

writing to Station Master on duty that the track is fit for movement of trains. The 

Station Master on duty on being satisfied that the machine/machines has/have 

arrived clearing the block section and that he has received the Fit Certificate for 

the track shall remove the block back following the procedures as laid down in 

the Block Working Manual.  

 

   c] On Automatic Signalling Section:  

 

 On section where automatic block system of working is in force, On Track 

Machine shall be permitted to work in between adjoining block stations after 

suspending the system of working by the Station Master of the adjacent stations 

by exchange of Private Number ensuring the section concerned is clear of trains 

and in consultation with the Section Controller following the procedures as 

detailed in the foregoing paragraphs. The Operator/Operators shall be advised 

through the Caution Order to ignore the aspects of automatic Stop signals in the 

section, which might be encountered, but to obey the aspects of semi-automatic 

Stop/Manual Stop/ Gate Stop signals.  

 

 Normal working shall be resumed between adjacent block stations proposing 

introduction of the system of working under exchange of Private Numbers 

between the Station Masters of the adjacent block stations only after the 

receiving Station Master has satisfied himself that machine/machines, on 

completion of the work, has/have arrived clearing the section and that he has 

received a Fit Certificate for the track.  
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              5.   Protection of On Track Machine/Machines when stabled:  

 

 

i) On Track Machine/machines shall, as far as possible, be kept stabled at a 

point nearest to the site of work so that unnecessary and idle running of 

machine/machines is/are avoided.  

 

ii) On Track Machine/machines shall not be stabled on a running line at a 

station, except in unavoidable circumstances.  

 

iii) When On Track Machine/machines is/are stabled at a station, the same 

shall be protected in the following manner and the Station Master shall ensure 

that –  

 

a) the machine/machines has/have been properly secured by applying 

the Mechanical  Hand brake / Parking brake  by the Operator and by applying 

chain and are not fouling any points/crossings. 

 

   b) all necessary points have been set against the line on which the 

machine/machines is/are stabled and such points have been secured with clamp 

and padlock.  

 

   c) keys of such padlocks are kept in his personal custody until the 

machine/machines is/are ready to leave the siding.  

 

   d) in case the machine/machines, under unavoidable circumstances, 

is/are stabled on a running line, precaution as envisaged in G&SR 5.19, have been 

taken.  

 

iv) Jr./Section/Sr. Section (P.Way) in-charge shall not relinquish the charge 

until he is satisfied himself the machine/machines has/have been protected as 

prescribed above.  

 

                                  6.     Failure of On Track Machine : 

 
 

In case any On Track Machine becomes disabled in the block section, 

Jr./Section/Sr. Section (P. Way) in-charge, may decide to push the disabled unit or 

pull by another machine to the nearest station to clear the block section provided 

the brake power is in good condition, otherwise send an intimation to the nearest 

station through a special messenger or to Control through portable telephone 

asking for a light engine to  the unit.  

 

 In the event of breakdown, the machine/machines must be protected as per 

G&SR 6.03.  

 

 On arrival of the machine/machines with the locomotive at the nearest block 

station, the Jr./Section/Sr. Section (P. Way) in-charge must certify in writing that 

the block section has been cleared without leaving anything to cause 

obstructions and the track is fit for movement of trains.  
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7.     Accident : 

 

Disabling of On Track Machine and other accidents shall be treated in the same 

manner as train accident and action taken as detailed in Chapter - VI of the 

G&SR book and in the Accident Manual. 

 

 The duties of the Guard, as laid down in Chapter - VI of the G&SR book, shall 

devolve on Jr./Section/Sr. Section (P.Way) in-charge of the machine when 

proceeding in connection with work and On Track Machine operator when not 

accompanied by Jr./Section/Sr. Section (P. Way).  
 

   8.     Special Instructions : 
 

i] Station Master of either side of the block section shall inform the Gateman on 

duty at the level crossings situated in the block section and provided with 

telephone about the total number of machine permitted to work. While 

approaching level crossing horn must be freely used to warn the 

pedestrians/cattle and before passing level crossings each machine shall stop 

short of the level crossing and pass only after ensuring the safety of the machine 

and road traffic. 

 

 ii] Work of the machine shall not be permitted during thick, foggy and 

tempestuous weather and during the period of abnormal working viz. total failure 

of communication etc. is in force.  
 
 

 iii] During day or night hours, when the view is clear and adequate lighting 

arrangement have been made, upto 5 numbers of On Track Machines may be 

allowed under one authority to proceed for working within the block section. 

During the movement of the machines in convoy, it shall be responsibility of the 

operators of the machines to maintain the minimum distance of 120 meters  from 

the machine.  
 
 

 iv] The working of On Track Machines shall be directly supervised by Jr./Section/Sr. 

Section (P.Way) who shall be responsible for arranging block, proper protection of 

the site of work and also for protection of adjacent track in case there is any 

infringement. In case of Ballast Regulating Machine and Shoulder Ballast Cleaning 

Machine, blocking of adjoining line would be required for about 5 minutes at the 

time of setting of this machine and likewise for about 5 minutes at the time of 

closing of the work. Jr./Section/Sr. Section (P.Way) accompanying a machine 

should contact the Section Controller through field telephone from the site of work 

for grant of such block on the adjoining line for opening the machine under 

exchange of Private Numbers. Similarly, the block should be cancelled by the 

Jr./Section/Sr. Section (P.Way) with the Section Controller under exchange of 

Private Numbers at the time of closing of the work. He shall also be responsible for 

safety of the track after completion of the work.  
 

 v] During base shifting, machines may be allowed to haul 2 coaches/ wagons. 

However, bankers are required to be provided in Ghat section in this case.  
 

 vi] Extension of the block or changing of “work and return” to “ work and 

proceed” and vice versa, if required, may be done by the Jr./Section/Sr. Section   

(P. Way) in-charge from the block section with the permission of Section Controller 

direct through field telephone or otherwise through Station Masters of the 

adjoining block section. All the communications in this connection must be 

confirmed under exchange of Private Numbers.  
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                                                                                            ANNEXURE – I 

EASTERN RAILWAY 

(Engineering Department) 

  

Advice of work to be undertaken within or outside station limits. 

     
 

              No. ........................                                     Date.................................       

Time............................... 

 

 To the Station Master on duty............................................................................. 

 

 Please note that............No/s of On Track Machine/s bearing No/s.............is/are  

ready to leave ...................station for working within the station limit of 

..............station/in the block section between..........station and .............station at 

km.............to...........on the Up/Dn. line for which a block of ..........hours/minutes 

may be granted. On completion of the work the machine/s will return/proceed 

to ...........station. 

 

 

            Jr./Section/Sr. Section (P.Way) In-charge 

 

 

                 ....................................................................................................................................... 

Permission to work to be undertaken 

    .......................................... 

  To the Jr./Section/Sr. Section (P.Way) In-charge 
 

 Block for ......................hours/minutes from .......to...........is hereby granted for 

working of .........No./s On Track Machine/s within the station limit of 

.................station/in the block section between ................station and ............station 

at km................to .............. On completion of the work the machine/s should 

proceed/return to .............station. 

 

Time............................ 

Dated.........................                Station Master on duty 

            ( Station Stamp )  

 

 

I. Private Engines and Vehicles 

 

4.66. Private engines and vehicles. –  No engine or other vehicle which are the property 

of a private owner, shall be allowed to enter upon the railway, except in 

accordance with special instructions.  

 


